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Founded on 2012, Ningbo MKX Electronic Technology CO.,LTD is a professional
Manufacture for Electronic Connectors,now we employed 200 workers,the main
products of us are :Terminal blocks,Dip Switches,Din41612 Connectors,Pin Header
.Female Header..., There are nearly thousands of products which widely used in
frequency converters, the control of servo drives, switching power supply, electric
lighting and industry automation etc.,as developed for our factory,we make the Y e
research and development center,Workshops for Moulds,Punching, Injection,precise 138 ' Tﬁ 'VT
cutting,Assembling,Automatic Machines,we always keep “ Attentive Professional = =1

FRIAMSAFHETRCY !
Al i e

Credibility.and Persistence” is together with the factory, We have got 1IS09001:2008 N | ——
international quality system certificate.and all the products we keep then fit the .
KBS hRE—H

standard of china and intentional.now we have got the certification of CE. TUV,UL, Company Front Desk

VDE.our products sells well in China, The USA Russia.Germany,Spain,ltaly France...
more than 30 countries.All the members of NINGBO MKX will work hard everyday,

give our customer: best quality products,and best service,we will work together ,develop
together with our customers,we are sure we will have a very good future.

IfEZEiE

?ﬁﬁﬂ% E%ﬁﬁﬁﬂﬂl&ﬁ WORK SHOP

NINGBO MKX ELECTRONIC TECHNOLOGY CO.,LTD
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IMIKX TERMINAL BLOCK MKX TERMINAL BLOCK 2
! ¢ PLUGGABLE TERMINAL BLOCKS PLUGGABLE TERMINAL BLOCKS : ¢
1’5 pltCh MX15EDGKD-2.50 pitch MX15EDGK-2.54 E
y 2.50mm 2.54mm .
Ordering 1JM75/HOW TO ORDER Ordering 1T/ /HOW TO ORDER
- - X X X - o X
information P— . information = AL L ELRE,
’ | FE Pitch  ME Color ’ ‘ (MBS Pitch B4 Color
oo, o (Mg HHREEE B oS (Mg SRS
eries 2 Wt ole 2 L 3 Gtuei: eries 1 .o ole 2 u?bleP}tch 5 Glr‘;in
SPECIFICATION SPECIFICATION
Certification AMNus Certification Alus
Standard UL IEC Standard UL IEC
Rated Voltage: 125V 130V Rated Voltage: 125V 130V
Rated Current: 4A 5A Rated Current: 4A 5A
Wire range 28-20AWG/0. 5mm2 Wire range 28-20AWG/0. 5mm2
Withstanding voltage AC1250V/1Min Withstanding voltage AC1250V/1Min
Mechanical Mechanical
Torque: 0. INm (0. OLb-In. ) Torque: 0. INm (0. 9Lb-In. )
Strip length: 7-8mm Strip length: 7-8mm
Operating temperature: -40° C~+105° C Operating temperature: -40° C~+105° C
Material Material
Housing: PA66, UL94V-0 Housing: PA66, UL94V-0
Terminal: Phosphor bronze, Tin Plated Terminal: Phosphor bronze, Tin Plated
Screw: Screw: M1.5 Steel, Zinc Plated
Clamp: Brass, Nickel Plated Clamp: Brass, Nickel Plated
Size Size
Pitch: 2.50mm (. 138") Pitch: 2.54mm (. 138")
Poles available: 2P-24P Poles available: 2P-24P
- . H*2.5+0, - -

Dimensions Dimensions AT

Rl
(Dimensions in mm) EX-EX0E T'n‘n'ﬁrr— (Dimensions in mm)

1 T Tew s

CEEEE : T

oggoog)| g ]

N=No.of contacts N2 N=No.of contacts M
05 www.nbmax.com.en www.nbmax.com.en/06
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Pitch:
2.50/2.54mm

Ordering
information

Certification
Standard

Rated Voltage:
Rated Current:
Withstanding voltage
Mechanical
Operating temperature:
Material

Housing:

Pin header:

Screw:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

07/ www.nbmax.com.en

MX15EDGCV-2.5/2.54

MIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

MX15EDGCR-2.5/2.54

iTH75:/HOW TO ORDER
P_ _C x.tIF!ml* X
ustomer Reguest

\__‘_J

FEE Pitch B8 Color

ouble Pitc : Green
SPECIFICATION
CNUS
UL IEC
125V 130V
4A 5A
AC1250V/1Min

e e

=

-40° C~+105" C
PAG66, UL94V-0

Brass, Tin Plated

2.50mm¢(. 138”)
2P-24P

MIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

ooy

pitCh . MX15EDGKM-3.50/3.81 MX15EDGK-3.50/3.81
3.5/3.81mm
Ordering iTH752t/HOW TO ORDER
- - x 3 x
information 2= 5 m AL
‘ BB Pitch B8 Color
s e liﬁ %‘gﬁ?
Series NO. NO.of Pole 2 ) Black
ouble Pitch Green
Certification Aus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: 8A 7A
Wire range 28-16AWG/0. 5-1.5mm2
Withstanding voltage AC2000V/1Min
Mechanical
Torque: 0.2Nm(1.7Lb-In.)
Strip length: 7mm
Operating temperature: -40° C~+105° C
Material
Housing: PAGB6, UL94V-0
Terminal: Phosphor bronze, Tin Plated
Screw: M2 Steel, Zinc Plated
Clamp: Brass, Nickel Plated
Size
Pitch: 3.5mm¢(. 138”)3.81mm (. 150”)
Poles available: 2P-24P
Dimensions Eher

(Dimensions in mm)

o W)

GsD N=13%35 @8 (N-13%35
H-1re3 8] -1 381

N=No.of contacts

www.nbmax.com.en/08
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Pitch:
3.5/3.81mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

09/ www.nbmax.com.en

MX15EDGKAM-3.5/3.81

MIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

MX15EDGKA-3.5/3.81

T =/HOW TO ORDER

P 0 G
Cusf.-gn):rmé*guest

FEE Pitch  Bifs Color

1 1 Grey
ingle Pitch lue
2 3 Hlack
ouble Pitc Green

SPECIFICATION

Aus
uL IEC

300V 250V
8A 7A

28-16AWG/0. 5-1.5mm2
AC2000V/1Min

0.2Nm(1.7Lb-In.)
6-7mm
=407 G058

PAGB6, UL94V-0

Phosphor bronze, Tin Plated
M2.0 Steel,Zinc Plated

Brass, Nickel Plated

3.5mm (. 138”)3.81mm (. 150")
2P-24P

2,15
2200

MNw3S+080
LRz

MIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

pitCh * MX15EDGKBM-3.5/3.81

3.5/3.81mm

Ordering iTH752t/HOW TO ORDER

information

ooy

MX15EDGKB-3.5/3.81

P I | ]| X
Custgn{:r!é*guest

[EBE Pitch B Color

Gre
1 ingle Pite 'BWeL
2 ; Black
ouble Pitch Green|

SPECIFICATION
Certification Aus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: 8A TA

Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

28-16AWG/0. 5-1.5mm2
28-16AWG/0. 5-1.5mm2
AC2000V/1Min

0.2Nm(1. 7Lb-In.)
6-7mm
40" G ~+105" C

PAG6, UL94V-0

Phosphor bronze, Tin Plated
M2 Steel, Zinc Plated
Brass, Nickel Plated

3.5mm (. 138”)3.81mm (. 150")
2P-24P

(MN-10%35
(N1

MW 3 5+0.80
Mw 2] +0.50

www.nhmax.com.en/10




MIKX TERMINAL BLOCK MIKX TERMINAL BLOCK
‘ > PLUGGABLE TERMINAL BLOCKS PLUGGABLE TERMINAL BLOCKS ¢

H . n MX15EDGKDM-3.5/3.81 MX15EDGKD-3.5/3.81 = . MX15EDGRC-3.5/3.81 MX15EDGRCM-3.5/3.81
Pitch: Pitch:

3.5/3.81mm 3.5/3.81mm

Ordering iTH75/HOW TO ORDER Ordering iTH75/HOW TO ORDER
= . 1L Ll X . . S
information P L BERE information P— L EERE

‘ FEE Pitch B8 Color ‘ FEE Pitch BB Color

1 Grey Gre

BB iz 4 1 ingle Pitch lue e fiis & 1 ingle Piic Biue
Series NO. NO.of Pole 2 3 Hlack Series NO. NO.of Pole 2 ; Black
ouble Pitc Green) ouble Pitch Green|

Certification Alus Certification Alus
Standard UL IEC
Rated Voltage: 300V 250V Stancard k. £
Rated Current: 8A 12A Rated Voltage: 300V 250V
Wire range 28-16AWG/0. 5-1.5mm2 Rated Current: 8A 7A
Withstanding voltage AC2000V/1Min Withstanding voltage AC2000V/1Min
Mechanical Mechanical
Torque: Operating temperature: -40° C~+105° C
Strip length: 9mm .
Operating temperature: -40° C~+105" C i il ]
Material Housing: PAGB6, UL94V-0
Housing: PAB6, UL94V-0 Pin header: Brass, Tin Plated
Terminal: Phosphor bronze, Tin Plated
Screw:

Screw:
Clamp: Brass, Nickel Plated Size
Size Pitch: 3.5mm(. 138”)3.81mm (. 150")
Pitch: 3.5mm¢(. 138”)3.81mm (. 150”) . ] s
B e op-24P Poles available: 2P-24P
Dimensions NS —T T ) w050 Dimensions 5

. . . ol B B BB AAASB LA . = = a.?s—-[ 250 S T e
(Dimensions in mm) (Dimensions in mm) 8 & [l

i_
o l-—s.us-l
(4.70) T TIIITTIT
¥ [
H;J..LLLJ.L; LY ¢ Lilill)} X
I F o
IIWIII HIHIHIH M HIRTHIHIH |I|| ! HEEMN
4,50 381 ti_:.m J $ [
(4.30) :i,?o‘) :‘3_-?0‘) o rounsreomOD FCB LAYOUT(RECOUNEMDED)

N=No.of contacts (- 1asi (R N=No.of contacts S o AR

11/www.nhmax.com.en www.nbhmax.com.en/12
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Pitch:
3.5/3.81mm

Ordering
information

Certification
Standard

Rated Voltage:
Rated Current:
Withstanding voltage
Mechanical
Operating temperature:
Material

Housing:

Pin header:

Screw:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

13 /www.nbmax.com.en

MIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

MX15EDGVC-3.5/3.81

MX15EDGVCM-3.5/3.81

T =/HOW TO ORDER

T

. ms B
Series NO. NO.of Pole

P_

I | x| x

Cusf;gn‘fr mé*gu est

[BE Pitch

B Color

1 Grey
ingle Pitch lue
3 Hlack
ouble Pitc : Green

SPECIFICATION
CNUS
uL IEC
300V 250V
8A 7A
AC2000V/1Min

-40° C~+105" C

PAG66, UL94V-0
Brass, Tin Plated

3.5mm(. 138”)3.81mm (. 150”)

(M-1)*3.5

(N=1)*3.81

¥

2P-24P
(H-1]*35
{N=1)"3.817
235 -39
{2.55) § I-—q.:to g
1 B
i
{N-1)3.5
(M=1)=3.81
35 2,35
(381 J“‘“] (2.55)
T
-] | o I'g
o “t—o @ i §
L

FCA LATDUT(RECOMMENDED)
(TOP VIEW TOL, :20.05)

%] -, 6.90
ca.an“"‘] ’\5 “1(7.10)
®

A

PCE LAvOuT{ RECOMUENDED)
(0P viEw 0L :+0.05)

MIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

Pitch:
3.5/3.81mm

Ordering
information

Certification
Standard

Rated Voltage:
Rated Current:
Withstanding voltage
Mechanical
Operating temperature:
Material

Housing:

Pin header:

Screw:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

ooy

MX15EDGVT-3.5/3.81 MX15EDGVTM-3.5/3.81

T ®/HOW TO ORDER
P— | EREE

‘ FIBE Pitch M® Color

Gre
®E fiis & 1 ingle Pitc 'BWeL
Series NO. NO.of Pole 2 ) Black
ouble Pitch Green|

SPECIFICATION
CNUS
uL IEC
300V 250V
8A 7A
AC1500V/1Min

-40° C ~ +105° C

PA66, UL94V-0
Brass, Tin Plated

3.5/3.81mm (. 138”)
2P-24P

350" 1.4
SB1Me 14 ‘_i.

350

]'_Tu el ! - ml
pEEE = ogmEo =
Ly e e ]
B1*(N-1) 2.7 35
www.nbmax.com.en/14




IVIKX TERMINAL BLOCK MIKX TERMINAL BLOCK

2 2 PLUGGABLE TERMINAL BLOCKS PLUGGABLE TERMINAL BLOCKS ; »
1’f P Itc h . MX15EDGRH-3.5/3.81 MX15EDGRHM-3.5/3.81 p Itc h : MX15EDGVH-3.5/3.81 E
1 3.5/3.81mm 3.9/3.81mm :
Ordering T =/HOW TO ORDER Ordering T A =/HOW TO ORDER
- - x I x - - x
information P— . information (== AL A
’ | ﬁﬁ Pitch  Mif& Color ’ ‘ [ABE Pitch Mf Color
n% un  [1luerer| AT asioe] 1% on  [1fsee o] BT aa o
Series NO. NO.of Pole 2_0%1% 3 : gtuei: Series NO. NQ.of Pole 2 'D?u% 3 gl::éii;
SPECIFICATION SPECIFICATION
Certification Alus Certification Alus
Standard UL IEC Standard UL IEC
Rated Voltage: 300V 250V Rated Voltage: 300V 250V
Rated Current: 8A A Rated Current: 8A TA
Withstanding voltage AC2000V/1Min Withstanding voltage AC2000V/1Min
Mechanical Mechanical
Operating temperature: -40° C ~ +105° C Operating temperature: -40° C ~ +105° C
Material Material
Housing: PAG6, UL94V-0 Housing: PAG6, UL94V-0
Pin header: Brass, Tin Plated Pin header: Brass, Tin Plated
Screw: Screw:
Size Size
Pitch: 3.5/3.81mm{(. 138”) Pitch: 3.5/3.81mm{(. 138”)
Poles available: 2%(2-24)P Poles available: 2%(2-24)P
Dimensions Dimensions
(Dimensions in mm) i (Dimensions in mm)
FTﬁ"Tﬁ'nﬂ

1
ey

zT

hll il iul I|| I ||||
- - el
"lﬁ BRI

|_||_J_||J__||_L_Jl_ul Tl

N=No.of contacts

13/www.nbmax.com.cn

N=No.of contacts

[N=1)%3.50 T (e l] 381

(N=1}381

www.nhmax.com.en/16




IVIKX TERMINAL BLOCK VIKX TERMINAL BLOCK 2
2 2 PLUGGABLE TERMINAL BLOCKS PLUGGABLE TERMINAL BLOCKS ; »
;’f P itc h . MX15EDGB-3.5/3.81 MX15EDGA-3.5/3.81 p itc h 5 MX2EDGKM-5.0/5.08 MX2EDGK-5.0/5.08
1 3.5/3.81mm 5.0/5.08mm
Ordering 1JH75z/HOW TO ORDER Ordering 1JM75/HOW TO ORDER
information P— . information = AL L ELRE,
’ | ﬁﬁ Pitch  Mif& Color ’ ‘ [ABE Pitch Mf Color
- !ES 1 Gri !E% 1 Gre
Seri?sq‘NO. No.ﬂole % mgg:ﬁ;_?nc} %gﬁi Serig'? NO. NO.,&%o_ie %'D% %EE:&
SPECIFICATION SPECIFICATION
Certification A\ us Certification AAus
Stanidard UL IEC Standard UL IEC
sutbics] Rated Voltage: 300V 320V
Rated Voltage: 300V 250V Rated Current: 15A 20A
Rated Current: 8A 7A Wire range 24-12AWG/0. 2-2.5mm?2
Withstanding voltage AC2000V/1Min

Mechanical

Withstanding voltage
Mechanical

AC4000V/1Min

Operating temperature: -40° C ~ +105° C Torque: 0.4Nm(3.5Lb-In.)
Material Strip Ie.ngth: 9mm
Operating temperature: -40° C ~ +105° C
Housing: PAG6, UL94V-0 Material
Pin header: Brass, Tin Plated Housing: PA66, UL94V-0
Screw - Terminal: Phosphor bronze, Tin Plated
, Screw: M3 steel, Ni Plated
Size Clamp: Brass, Nickel Plated
Pitch: 3.5/3.81mm (. 138”) Size
Poles available: 2*(2-24)P i LA 5.0mm (. 197”)5.08mm (. 200")
Poles available: 2P-24P
Dimensions Dimensions
(N-12%5.08 (N-[2%5.08
(Dimensions in mm) (Dimensions in mm) s oo
@ E i @ n E i uw
ARERS - ik o
oo Ne5.0+0.6
N=5.0+0.6 NxS02+0.6
D{l 5 !ﬁ“- ]ﬁ

N=No.of contacts

17/www.nbmax.com.cn

N=No.of contacts
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Pitch:
5.0/5.08mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

1% www.nbmax.com.cn

MX2EDGKDM-5.0/5.08

IVIKX TERMINAL BLOCK

PLUGGABLE TERMINAL BLOCKS

MX2EDGKD-5.0/5.08

T H/HOW TO ORDER

X X b4
P— S .

-

|

MEE Pitch #ifs Color

eries 3 .of Pole 2 c
ouble Pitc Green
SPECIFICATION
AAus
UL IEC
300V 320V
15A 20A

24-12AWG/0. 2-2.5mm?2

AC2500V/1Min

0.4Nm(3.5Lb-In.)
10mm
=40* C ~ +105° C

PAG6, UL94V-0
Phosphor bronze, Tin Plated

Brass, Nickel Plated

5.0mm¢(. 197”)5.08mm (. 200")
2P-24P

25,61

5.08
(5.0}
{N=1)*5.08

(N=1)"5.0

MIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

Pitch:
5.0/5.08mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX2EDGKAM-5.0/5.08

1T /HOW TO ORDER
P— s L ERRE
’ ‘ MBE Pitch  #ifs Color
!E% 1 Gre
Serig_? NO. NO.,g%o_ie %'D% %EE:&
SPECIFICATION
Alus
UL IEC
300V 320V
15A 18A

N*5.08+0.2
(N*5,08+0.2)

24-12AWG/0. 2-2.5mm?2

AC4000V/1Min

0.4Nm(3.5Lb-In.)
9mm
-40° C ~ +105° C

PAG66, UL94V-0

Phosphor bronze, Tin Plated
M3 steel, Ni Plated

Brass, Nickel Plated

5.0mm (. 197”)5.08mm (. 200")
2P-24P

N*5,0840.2
[ (Nes.08+0.2)

(N-1)*5.0

T T T T T

i I 1 ] 1

Fli LT
5.08 5.08
(5.0) (5.0)
(N-1)*5.08

L _I508 254
(5.0) (2.5
(N-1)5.08

(N=1)*5.0

www.nhbmax.com.en/20
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IVIKX TERMINAL BLOCK MIKX TERMINAL BLOCK

3 4 PLUGGABLE TERMINAL BLOCKS PLUGGABLE TERMINAL BLOCKS : »
:’f P itc h . MX2EDGKBM-5.0/5.08 MX2EDGKB-5.0/5.08 p itc h : MX2EDGRCM-5.0/5.08 MX2EDGRC-5.0/5.08 E
2 5.0/5.08mm 5.0/5.08mm -
Ordering iJ175{/HOW TO ORDER Ordering iTHI75/HOW TO ORDER
- - x I x - - x
information P . information |2 AL mE A
’ | ﬁﬁ Pitch  Mif& Color ’ ‘ [ABE Pitch Mf Color
_®s  Em 1siecin] 3261 _Es  Em 1feie b [T R o
eries NO.  NO.of Pole z_bel_i% 3| B gtuei: eries NO.  NO.of Pole 2 Tﬁ% 3 ?;'r‘;in
SPECIFICATION SPECIFICATION
Certification Aus Certification Alus
Stendarc L EL Standard UL IEC
Rated Voltage: 300V 320V
Rated Current: 15A 18A Rated Voltage: 300V 320V
Wire range 24-12AWG/0. 2-2.5mm?2 Rated Current: 15A 20A
Withstanding voltage AC4000V/1Min Withstanding voltage AC4000V/1Min
Mechanica' Mechal‘lical
Torque: 0.4Nm(3.5Lb-In.) Operating temperature: -40° C ~ +105° C
Strip length: 7mm Material
Operating temperature: -40° C ~ +105° C
Material Housing: PAG6, UL94V-0
Housing: PA66, UL94V-0 Pin header: Brass, Tin Plated
Terminal: Phosphor bronze, Tin Plated Screw -
Screw: M3 Steel,Ni Plated o
Clamp: Brass, Nickel Plated Size
Size Pitch: 5.0mm (. 197”)5.08mm (. 200”)
Pitch: _ 5.0mm (. 197”)5.08mm (. 200") Poise austiabia: 2P-24P
Poles available: 2P-24pP
Dimensions R s Dimensions
5.004 - I_rz_oo_-|
(Dimensions in mm) W ' WA (Dimensions in mm) &
T T T T T T '1] T T T T 2_.9_L_J_
T T T T T T T T T T T T "tt':‘—_l‘:!)';s.‘ana
L H Ll - &
t?s.”f} 5 Ii?s%i o . 2 » .
({N—!,\)-s.ma (?-1})'5.03__ ¥ @ @ e o ¢
N=1)*3.0 N=1)*5.0 BCE LATIUTRECOMMENDED P LATOUTRECOMUEROED)
N=No.of contacts N=No.of contacts it LR IR

21 www.nbmax.com.en www.nhmax.com.en/22



IVIKX TERMINAL BLOCK MIKX TERMINAL BLOCK

: 4 PLUGGABLE TERMINAL BLOCKS PLUGGABLE TERMINAL BLOCKS : »
Pitch: MX2EDGVCM-5.0/5.08 MX2EDGVC-5.0/5.08 Pitch: MX2EDGR-5.0/5.08 MX2EDGV-5.0/5.08
5.0/5.08mm 9.0/5.08mm

-
=
=
&
=
[==}
g

™
—
=
=
=
=
=

Ordering iJ175{/HOW TO ORDER o Ordering iTHI75/HOW TO ORDER x
information = information P— mEA
’ \—‘_‘ I BE Pit!ch Ja Color ’ \_‘—‘ [ BE Pit|ch I]ﬁ Color
ouble Hitc Green cuble Pitch Green
SPECIFICATION SPECIFICATION
Certification Alus Certification Alus
Standard UL IEC Standard UL IEC
Rated Voltage: 300V 320V Rated Voltage: 300V 320V
Rated Current: 15A 20A Rated Current: 15A 20A
Withstanding voltage AC4000V/1Min Withstanding voltage AC4000V/1Min
Mechanical Mechanical
Operating temperature: -40° C ~ +105° C Operating temperature: -40° C ~ +105° C
Material Material
Housing: PAG6, UL94V-0 Housing: PAG6, UL94V-0
Pin header: Brass, Tin Plated Pin header: Brass, Tin Plated
Screw: Screw:
Size Size
Pitch: 5.0mm (. 197”)5.08mm (. 200") Pitch: 5.0mm (. 197”)5.08mm (. 200")
Poles available: 2P-24P Poles available: 2P-24P
Dimensions Dimensions
(Dimensions in mm) %ﬁﬂ (Dimensions in mm) g
[©iN-1)"5.08
i Ti/ ?
L | LB LATOUTRECOMMENDED)
N=No bf cofitacts o S N=No.of contacts e T

23 www.nbmax.com.en www.nhmax.com.en/24
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Pitch:
5.0/5.08mm

Ordering
information

Certification
Standard

Rated Voltage:
Rated Current:
Withstanding voltage
Mechanical
Operating temperature:
Material

Housing:

Pin header:

Screw:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

25fwww.nbmax.com.en

MX2EDGRH-5.0/5.08

IVIKX TERMINAL BLOCK

PLUGGABLE TERMINAL BLOCKS

MX2EDGRHM-5.0/5.08

WA /HOW TO ORDER

-

P—| ‘

MEE Pitch #ifs Color

Ser{?:ruo. No.gnPole EZTEP% %gﬁi
SPECIFICATION
Aluc
cULus IEC
300V 250V
15A 10A
AC2000V/1Min

H*S.00+2

N*5.08+2

EXEX LR

3

[0 6 6 06 0600

LA AL R R R

VivT

- 1)*5.00
(N=1)*5.08

L34
5,

g3

-40° C ~ +105° C
PA66, UL94V-0

Brass, Tin Plated

5.0mm (. 197”)5.08mm (. 200")
2%(2-24)P

E:’.D—'
Cessease ]
[e @ o o8 0 0 o o i
I, |
Ole s s s s s|0
' u 1.00%1.00
.40 ) -
L n-1y00 %48 +
(N=1)5.08

MIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

Pitch:
5.0/5.08mm

MX2EDGVH-5.0/5.08

&3’

MX2EDGVHM-5.0/5.08

=
=
=]
=
m
—
™
=
E

$¥078

Ordering 17175 2/HOW TO ORDER
information P— L EERE,
| T e e
< S0 %_D_"ﬁﬁ %gﬁi
cuble Pitch Green
SPECIFICATION
Certification Alus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: 15A 10A
Withstanding voltage AC2000V/1Min
Mechanical
Operating temperature: -40° C ~ +105° C
Material
Housing: PAG6, UL94V-0
Pin header: Brass, Tin Plated
Screw:
Size
Pitch: 5.0/5.08mm (. 138”)
Poles available: 2%(2-24)P
Dimensions
(Dimensions in mm) 'fffw?gz‘fff' | = E Crrrern)
iarararcacaracy PN S | CHEECUETE |
S | ey [oteieeo
N e

N=No.of contacts

www.nhmax.com.en/26



IVIKX TERMINAL BLOCK VMIKX TERMINAL BLOCK 2
3 4 PLUGGABLE TERMINAL BLOCKS PLUGGABLE TERMINAL BLOCKS : »
1'f P “:c h . MX2EDGB-5.0/5.08 MX2EDGA-5.0/5.08 p |tc h 4 MX2EDCA-5.08 MX2EDGL-5.0/5.08
4 5.0/5.08mm 5.0/5.08mm
Ordering T /HOW TO ORDER Order-ing 1T A =®/HOW TO ORDER
- - x I x - - x
information |2 . information |2 AL ALY
’ | [AIEE Pitch MifR Color ’ ‘ [ABE Pitch Mf Color
F : 1 Gr 1 Gre
L IE %‘iﬁm wibo wof%e (Hrm %TLE::;
ouble Hilc reen ouble Pitc! reen
SPECIFICATION SPECIFICATION
Certification Alus Certification Alus
Standard UL IEC Standard UL IEC
Rated Voltage: 300V 250V Rated Voltage: 300V 320V
Rated Current: 15A TA Rated Current: 15A 20A
Withstanding voltage AC2000V/1Min Withstanding voltage AC2000V/1Min
Mechanical Mechanical
Operating temperature: -40° C ~ +105° C Operating temperature: -40° C ~ +105° C
Material Material
Housing: PAG6, UL94V-0 Housing: PAG6, UL94V-0
Pin header: Brass, Tin Plated Pin header: Brass, Tin Plated
Screw: Screw:
Size Size
Pitch: 5.0/5.08mm¢(. 138”) Pitch: 5.0/5.08mm¢(. 138”)
Poles available: 2P-24P Poles available: 2P-24P
- . s - r—-l—s.oa
Dimensions Dimensions | e
- '—5'_05,§:: }}_’
(Dimensions in mm) i W (Dimensions in mm)
[ ’ j—_'la £ I I_ —I 1
ACGCIEAR : 3 P — — T H
dlofaft[§ DJ iJ V_ ] Lew ) E-s-ww-')-} o 10
u.‘t‘J u I ” & Lo : 5.08 1.00 gl § ; ; - L ——
S=@H: l
N-=No.of contacts N=No.of contacts L omn-20—

2Twww.nbmax.com.en

www.nbmax.com.en/28




MKX TERMINAL BLOCK MKX TERMINAL BLOCK
; ¢ PLUGGABLE TERMINAL BLOCKS PLUGGABLE TERMINAL BLOCKS ¢
pitc h: MX2EDGLC-5.0/5.08 MX2EDGLM-5.0/5.08 pitc h: MXHT508-5.08 Z
5.0/5.08mm 5.08mm
Ordering iTM75/HOW TO ORDER Ordering iTg75/HOW TO ORDER
information P— . information P— L ERRR

‘ FEE Pitch B8 Color ‘ FEE Pitch BB Color

1 Grey Gre

L it 1 [smge Ficn Tue - g B 1|=rge P [ Blue
Series NO. NO.of Pole 2 3 Hlack Series NO. NO.of Pole 2 ) Black
ouble Pitc ] Green) ouble Pitch Green|

SPECIFICATION SPECIFICATION
Certification Alus Certification AAlus
Standard UL IEC
Standsird - B Rated Voltage: 300V 320V
Rated Voltage: 300V 320V Rated Current: 12A 20A
Rated Current: 15A 20A Wire range 28-12AWG/0. 5-1.5mm2
Withstanding voltage AC2000V/1Min

Mechanical

Operating temperature: =407 C ~ +105° C

Material

Housing: PAG6, UL94V-0
Pin header: Brass, Tin Plated
Screw:

Size

Pitch: 5.0/5.08mm (. 138”)
Poles available: 2P-24P
Dimensions

(Dimensions in mm)

1 A——ey

N=No.of contacts

20/www.nbmax.com.en

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

5.08*N

5.08*(N=1)
5.08 l-' j

p— 108 —=y

R

AC2000V/1Min

0.4Nm(3.5Lb-In.)
7-8mm
-40° C ~ +105° C

PAG6, UL94V-0

Phosphor bronze, Tin Plated
M2.5 steel, Zinc Plated
Brass, Nickel Plated

5.08mm (. 138”)
2P-24P

SR

qmﬂiﬁ
AN

www.nhmax.com.en/30




IMIKX TERMINAL BLOCK MKX TERMINAL BLOCK 2
! ¢ PLUGGABLE TERMINAL BLOCKS PLUGGABLE TERMINAL BLOCKS : ¢
: Pitch: MXHT508V-5.08 MXHTS5.08R-5.08 Pitch: MXHT396.3.96 =
5 5.08mm 3.96mm s .
= = s B
LT
Ordering 1JH75/HOW TO ORDER Ordering 1J175/HOW TO ORDER
. . XX [x . : T
information P— . information P— AL L ELRE,
’ | ﬁﬁ Pitch  Mif& Color ’ ‘ [ABE Pitch Mf Color
S gimo Noa}nPl 1-“@3% %gﬁ S gimo NOaf%i l%ﬁ %gﬁt
eres s, O ole 2 C eres t O ole 2 i C_IC
ouble Pitc Green ouble Pitch Green
SPECIFICATION SPECIFICATION
Certification Alus Certification Alus
Stanidard UL IEC Standard UL IEC
sutbics] Rated Voltage: 300V 250V
Rated Voltage: 300V 320v Rated Current: 10A 15A
Rated Current: 12A 20A Wire range 28-14AWG/0. 5-1.5mm?2
Withstanding voltage ACZ000V/A1MIn Withstanding voltage AC2000V/1Min
Mechanical Mechanical
Operating temperature: -40° C ~ +105° C TOT_CIUEZ 0.2Nm(3.5Lb-In.)
Material Strip Ie.ngth: 7-8mm
Operating temperature: -40° C ~ +105° C
Housing: PAG6, UL94V-0 Material
Pin header: Brass, Tin Plated Housing: PA66, UL94V-0
Screw - Terminal: Phosphor bronze, Tin Plated
, Screw: M2 steel, Zinc Plated
Size Clamp: Brass, Nickel Plated
Pitch: 5.08mm (. 138") Size
Poles available: 2P-24P £ 3.96mm (. 138")
Poles available: 2P-24P
Dimensions i Dimensions
= — ? p=5, 1= 10.2 —=
. : : poos 5 e : . ,
(Dimensions in mm) | ] e — (Dimensions in mm) o a8
° | @ = ¢ = s -1 r—1.50 P—3.96%(N—1}—
| e H ~ 3.96 = ]
1T :
07— g é L] i
Tl tj]ﬁjl &j
af Tt Jmf Tm? Tu
N=No.of contacts N=No.of contacts
J/www.nbmax.com.en www.nhmax.com.en/32



Pitch:
3.96mm

Ordering
information

Certification
Standard

Rated Voltage:
Rated Current:
Withstanding voltage
Mechanical
Operating temperature:
Material

Housing:

Pin header:

Screw:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

A3 www.nbmax.com.en

IVIKX TERMINAL BLOCK

PLUGGABLE TERMINAL BLOCKS

MXHT396V-3.96

T A /HOW TO ORDER

P_
T

MXHT396R-3.96

I

ABE Pitch

B Color

&5 it o 1 [smge Ficn
Series NO. NO.of Pole 2
guble Fitc

SPECIFICATION

Aus
UL

300V
10A

1 Grey
lue
3 Black
] Green

IEC
250V
15A

AC2000V/1Min

-40° C ~ +105° C

PAG66, UL94V-0
Brass, Tin Plated

3.96mm{(. 138")

2P-24P

396N —=

F—3.06%(N=1])—=

-15.95!— ) ;10.2_.] =

—

L—(

— 75 —m=

53

r—mz—-

SRR
mj ﬁ i

3 W N—=

—3.96%(N~ 1)
396

I

c ust-gn):r !?u es

;IG.Z—-]

7.5 —=

m?—-|

{

1.0°1.0

Pitch:
5.08mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

MX2EDGKR-5.08

IT75/HOW TO ORDER

P_
T

®E fiis & 1 ingle Pitc
Series NO. NO.of Pole 2 ¥
ouble Pitch

MX2EDGKRM-5.08

[EBE Pitch

B Color

Black

i

Green|

SPECIFICATION

CNLIS
uL
300V
15A

IEC

320V

20A

24-12AWG/0. 2-2.5mm2

AC2500V/1Min

0.4Nm(3.5Lb-In.)

7mm

-40° C ~ +105° C

PAG6, UL94V-0
Brass, Tin Plated
M3 steel, Ni Plated
Brass, Nickel Plated

5.08mm (. 200”)

2P-24P

et N*5.08+2 i
v-—-|—5.[}8 3.29—'-—]-'—

s

=508 3.29

X

c ustgng m*u es

poe—— N5 08%2 iy

5.08

www.nhmax.com.en/34
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IVIKX TERMINAL BLOCK MKX TERMINAL BLOCK .
3 » PLUGGABLE TERMINAL BLOCKS PLUGGABLE TERMINAL BLOCKS : »
z Pitch: MX2EDGKM-7.5/7.62 MX2EDGK-7.5/7.62 Pitch: MX2EDGKAM-7.50/7.62 MX2EDGKA-7.50/7 .62 z
| 7.5/7.62mm 7.50/7.62mm
Ordering T /HOW TO ORDER Ordering T /HOW TO ORDER
information P . information |2 AL mE A
’ \—‘—‘ ﬁﬁ Pitch M4 Color ’ \—‘—‘ [AEE Pitch HifA Color

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

Aswww.nbmax.com.en

08 wx  [leoree]
Series NO. NO.of Pole 2 iﬂ%
guble Hitc

SPECIFICATION

Aus
UL

300V
15A

1 Grey
lue
3 B | Black
Green

IEC

400V
20A
24-12AWG/0. 2-2.5mm?2

AC4000V/1Min

0.4Nm(3.5Lb-In.)

7mm

-40° C ~ +105° C

PA66, UL94V-0

Phosphor bronze, Tin Plated

M3 steel, Ni Plated
Brass, Nickel Plated

7.50mm (. 197”)7.62mm (. 200”)

2P-24P
(N-17%7.50
(N-11%7 £
7.50
(762 FL

/-]
(-
15,15
|
—
Y

il

L

7.50
762y |

Nw7.50-1.8
N*7EC-18

(N-10%7.50
LN-12%7 62

7.50
(=T

T

liiliali

T

15,15

N%7.5-1.8
N=762-18

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:

Operating temperature:

Material
Housing:
Terminal:
Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

SPECIFICATION

Aus
UL

300V
15A

s B 1-PE
Series NO.  NQO.of Pole 2 igg
ouble Pitch

Black.

Green

IEC

400V

20A

24-12AWG/0. 2-2.5mm?2

AC4000V/1Min

0.4Nm(3.5Lb-In.)

7mm

-40° C ~ #105° C

PAG6, UL94V-0
Phosphor bronze, Tin Plated
M3 steel, Ni Plated

Brass, Nickel Plated

7.50mm (. 197”) 7.62mm (. 200”)

2P-24P

N»7.50-1.58
(N»762-1.8

(N-1)=7.50
(N-1 762

N=7.50-1.8
(N7 62-]

i )

it

o L=

lc7eprz s

(N-12%7.50
(N-D=7.62

www.nhmax.com.en/36
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Pitch:
7.95/7.62mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

3Thww.anbmax.com.en

MX2EDGKBM-7.50/7.62

IVIKX TERMINAL BLOCK

PLUGGABLE TERMINAL BLOCKS

MX2EDGKB-7.50/7.62

WA /HOW TO ORDER
P—

’ | [MEE Pitch Bifa Color

- 1 Gr
s i 1520 B |
Series NO. NO.of Pole 2 i@% 3 & | Black
cuble Pite Green

SPECIFICATION
Alus
uL IEC
300V 400V
15A 20A

24-12AWG/0. 2-2.5mm?2

AC4000V/1Min

0.4Nm(3.5Lb-In.)
7mm
=40* C ~+105° C

PAG6, UL94V-0

Phosphor bronze, Tin Plated
M3 steel, Ni Plated

Brass, Nickel Plated

7.50mm (. 197”)7.62mm (. 200")
2P-24P

N%7.5-1.8 N%7.5-1.8
L% (N%x7.62-1.8 (Nx7.62-1.8

1

[l AL

LB [=a =i § wapns | =3

Jezesnes

(N-10%7.50 (N-13=7 50
iN-13%7 62 (N-DI*7.62

MKX TERMINAL BLOCK 2
PLUGGABLE TERMINAL BLOCKS ; ¢
p itc h : MX2EDGRCM-7.50/7.62 MX2EDGRC-7.50/7.62
7.50/7.62mm

Ordering 17175 2/HOW TO ORDER

information P— R,

Certification
Standard

Rated Voltage:
Rated Current:
Withstanding voltage
Mechanical
Operating temperature:
Material

Housing:

Pin header:

Screw:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

’ \—‘_‘ [AEE Pit|ch I]ﬁ Color

1 Gre
ng i 122 Biue
Series NO.  NQO.of Pole 2 igg 3 Black
cuble Pitch Green

SPECIFICATION
Alus
UL IEC
300V 320V
15A 20A
AC4000V/1Min

-40° C ~ +105° C
PA66, UL94V-0

Brass, Tin Plated

7.5mm (. 197”)7.62mm (. 200")
2P-24P

5,50 12.00—=
T (358) E

2ap-e

[
o

{N=11"7.8
[~ (N-1)+7.82

75
"]’r_?.az]

1/

PCB LAYOUT|RECOMMENDED]
(TOF VIEW TOL -£0.08)

e

P08 LATCUTIRECONMERDED )
(107 WEW 7oL +£0.08)

www.nbmax.com.en/38
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Pitch:
7.95/7.62mm

Ordering
information

Certification
Standard

Rated Voltage:
Rated Current:
Withstanding voltage
Mechanical
Operating temperature:
Material

Housing:

Pin header:

Screw:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

30 www.nbmax.com.en

MX2EDGVCM-7.5/7.62

IVIKX TERMINAL BLOCK

PLUGGABLE TERMINAL BLOCKS

MX2EDGVC-7.5/7.62

T AR/HOW TO ORDER

-

|

MEE Pitch #ifs Color

s_ergfmo. No.gnPole %zfp% %-%
SPECIFICATION
Alus
UL IEC
300V 320V
15A 20A
AC4000V/1Min

(N=-1)7.5

-40° C ~ +105° C
PA66, UL94V-0

Brass, Tin Plated

7.5mm (. 197”)7.62mm (. 200")
2P-24P

501,00
385

X

P X X
-

S01.00
383

|1

ABS

p=—8.60 -~

PC8_LAYOUT(RECOMUENDED)
{T0F VIEW TOL. *20.08)

(N-1]*7.5

iN-1)7.627]
75
] {7.62)
e

.60
e
Q_
$_

s

&"-Ga

PCE_LAYOUT(RECOMMENDED)
(108 viEw TOL. :4£0.08)

[T

Pitch:

7.50/7.62mm

Ordering
information

Certification
Standard

Rated Voltage:
Rated Current:
Withstanding voltage
Mechanical
Operating temperature:
Material

Housing:

Pin header:

Screw:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

MX2EDGR-7.5/7.62

MX2EDGV-7.5/7.62

&3’

=
=
=]
=
m
—
™
=
=
E

$¥078

T =/HOW TO ORDER
X
P_ | ] _Custnmﬁ'ﬁxu
’ ‘ MBE Pitch  #ifs Color
n% sn |1t ETAa o]
Series NO.  NQO.of Pole 2 'DEU% % glr%?;
SPECIFICATION
Alus
UL IEC
300V 320V
15A 20A
AC4000V/1Min
-40° C ~ +105° C
PAG6, UL94V-0

R W

PCE LAYOUTLRE COUME MOED )
{TOP WiEW TOL. 120.08)

Brass, Tin Plated

7.5mm (. 197”)7.62mm (. 200")
2P-24P

501,00
a5

385

|-B.&b-|

PCB LAYDUT|RECOMMENDED)
(ToP WEW ToL :£0.0%)

=

www.nhmax.com.en/40



SHO0TE TYNIWYIL MIHIS Bdd

B

Pitch:
5.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

41 www.nbmax.com.en

MX301V-5.00

IVIKX TERMINAL BLOCK
PLUGGABLE TERMINAL BLOCKS

MX301R-5.00

T H/HOW TO ORDER

s

Series NO.

-

w3
NQ.of Pole

[IEE Pitch

1 Single Pitch
2l pen

SPECIFICATION

Bl

'_?_‘E

n

AL

A o[l ]

| &%

iﬁi |
e

MmMumber of conlacts

77

|15

LE J

PCE LAYOUT(RECOMMENDED)

Ea

Aus
UL

300V
15A
22-14AWG/0

|

Bifs Color

1 Gri
Blue

3 Black
Green

IEC

250V
17A

. 2-2.5mm2

AC2500V/1Min

0.4Nm(3.5Lb-In.)

4.5-5mm

-40° C ~ +105° C

PAG6, UL94V-0

Brass, Tin Plated
M2.5 steel, Zinc Plated
Stainless Steel

5.00mm¢(. 25")

2P-24P

X X X

PCE LATOUT{RECOMMENDED)

MIKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS

Pitch:
5.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX300V-5.00

T

‘-‘\//%3’

MX300R-5.00

1T A=/HOW TO ORDER

|

MBE Pitch  #ifs Color

ns B il

Series NO.

!E% 1 Gre
ingle Pitcl % Biue
3

NQ.of Pole 2

WMEE Black.
ouble Pitch

Green

SPECIFICATION
Alus
uL IEC
300V 250V
15A 17A

22-14AWG/0. 2-2.5mm?2

AC2000V/1Min

0.5Nm(4.4Lb-In.)
4.5-5mm
=40> G~ 105" C

PAGB6, UL94V-0

Brass, Tin Plated
M2.5 steel, Zinc Plated
Stainless Steel

5.0mm(.25")

2P-

PCB LAYQUT{RECOMMENDED)

24P

Iva=a
]
! Vit
A
A

([E)

FCH LATOUT(RECOMMENDED)

X
P _Cu stnrn{:'%e*u

T

B —

P
%

125 !

www.nhmax.com.en/42
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SHO0TE TYNIWYIL MIHIS Bdd

Pitch:
7.50mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

43www.nbmax.com.en

IVIKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS

MX300V-7.5

MX305V-7.5

WA /HOW TO ORDER

P_
T

[IEE Pitch

1520

Ser{?s*NO. NO.ﬁole 2_0%%
SPECIFICATION
CNUS
UL
300V
15A

|

Bifs Color

1 Grey
lue
3 B | Black
Green

IEC

250V
17A

22-14AWG/0. 2-2.5mm?2

AC2500V/1Min

0.5Nm(4.4Lb-In.)

4.5-5mm

-40° C ~ +105° C

PAG6, UL94V-0
Brass, Tin Plated
M3 steel, Zinc Plated
Stainless Steel

7.50mm¢(. 25")

2P-24P

PCE LATOUT(RECOMMENDED)

X X X

1

ri_

FLCE LATOUT{RECOMMENDED)

MIKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS

Pitch:
5.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX305V-5.0

T A=/HOW TO ORDER

T .-

53 L~

MX306V-5.0

Pitch

Series NO.  NO.of Pole 23&%
SPECIFICATION
Alus
UL
300V
15A

|

Bifs Color

X

ICu stnmﬁ'ﬁe*u

Black.

Green

IEC

250V

17A
22-14AWG/0. 5-1.5mm?2

AC2000V/1Min

0.4Nm(3.5Lb-In.)
4.5-5mm
=40> G~ 105" C

PAG66, UL94V-0
Brass, Tin Plated

M2.5 steel, Zinc Plated

Stainless Steel

5.0mm(. 138”)

2P-24P

a\ife

SIS

e

s

it

o

www.nhmax.com.en/44
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SHO0TE TYNIWYIL MIHIS Bdd

IMIKX TERMINAL BLOCK MKX TERMINAL BLOCK .
3 » PCB SCREW TERMINAL BLOCKS PCB SCREW TERMINAL BLOCKS : »
Pitch: MX360-7.5 Pitch: MX331-5.0 MX332K-5.0
7.50mm 5.00mm
Ordering 1JH75/HOW TO ORDER Ordering 1J175/HOW TO ORDER
information |2 | information |2 AL ALY
’ \—‘—‘ ﬁﬁ Pitch M4 Color ’ \—‘—‘ [AEE Pitch HifA Color

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

45www.nbmax.com.en

- !Eg 1 Grey
BE M 1 ingle Pitch lue
Series NO. NO.of Pole 2 i@% 3 1
ouble Pitc

Black
Green

SPECIFICATION
Alus
uL IEC
300V 450V
15A 24A

22-14AWG/0. 2-2.5mm?2

AC2500V/1Min

0.5Nm(4.4Lb-In.)
4.5-5mm
=40* C ~ +105° C

PAG6, UL94V-0
Brass, Tin Plated
M3 steel, Zinc Plated
Stainless Steel

5.00mm¢(. 25")
2P-24P

PC.B.LACUT

TSnchi=lr

72

88

AR
B
AR
N
AR
Y/
==

iz

BT

I '

=

PCB LAYOUT{RECOMMEMDED)

HN=Number of contacts

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

s B 1-PE
Series NO.  NQO.of Pole 2 igg
ouble Pitch

SPECIFICATION

Aus
UL

300V
10A

IEC

250V
15A

28-14AWG/0. 2-2.5mm?2

AC2500V/1Min

0.4Nm(3.5Lb-In.)
5-6mm
=40> G~ 105" C

PAGB6, UL94V-0

Brass, Tin Plated
M2.5 steel, Zinc Plated
Stainless Steel

5.0mm(.25")
2P-24P
S
WL
|
Eﬂ kil 3L
L P B

www.nhmax.com.en/46
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Y0018 TWNIWYAL KIS 80d

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:

Operating temperature :

Material
Housing:
Terminal:
Screw:

Clamp:

Size

Pitch:

Poles available:

4Twww.nbmax.com.en

MX332J-5.0

IVIKX | ERIVIINAL BLOCK

PCB SCREW TERMINAL BLOCKS

SPECIFICATION
Alus
UL IEC
300V 250V
10A 15A
AC2500V/1Min

Ej o

.3

-40° C ~ +105° C

PBT, UL94V-0
Brass, Nickel Plated

5.00mm (. 138")
2P-24P

MKX TERMINAL BLOCK

PCB SCREW TERMINAL BLOCKS

Ordering

MX350V-3.5

MX350R-3.5

information

SPECIFICATION
Certification Aluc
Standard cULus IEC
Rated Voltage: 300V 250V
Rated Current: TA 10A

Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

24-18AWG/0. 2-1.0mm2

AC2500V/1Min

0.2Nm(1.7Lb-In)

5-6mm
=40°.C ~ #1057 O

PA66, UL94V-0

Brass, Tin Plated
M2.0 steel, Zinc Plated
Stainless Steel

5.0mm¢(. 25")

2P-24P

SPP

ki)
=l 50

imst) @Ji

PCB LAYOUT(RECOMMENDED)

www.nhmax.com.en/48
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SHO0TE TYNIWYIL MIHIS Bdd

Pitch:
3.96mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

49 www.nbmax.com.en

IVIKX TERMINAL BLOCK

PCB SCREW TERMINAL BLOCKS

MX396V-3.96

T AR/HOW TO ORDER

P_
T

MX396R-3.96

X X X

|

MEE Pitch #ifs Color

- 1 Gri
us se  [1feerer] S
Series NO. NO.of Pole 2 ig; 3 £ | Dlock
cuble Pite Green

SPECIFICATION

Aus
UL

300V
7A

IEC

250V
10A

24-18AWG/0. 2-1.0mm2

AC2500V/1Min

0.2Nm(1
5-6mm
=40 C

7Lb-In)

~ +105° C

PAG6, UL94V-0

Brass, Tin Plated
M2.0 steel, Zinc Plated
Stainless Steel

5.0mm.
2P-24P
eyl

o

PCEB LAYOUT(RECOMMENDED)

25}

PCE LAYOUT{RECOMMENDED)

MIKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS

Pitch:
5.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX302V-5.0

T A=/HOW TO ORDER

P_
T

MX302R-5.0

X

|

MBE Pitch  #ifs Color

] 1 Gre
=% wH 12 Be |
Series NO.  NQO.of Pole 2 igg 3 Black
cuble Pitch Green

SPECIFICATION

Aus
UL

300V
16A

IEC

450V
25A

22-14AWG/0. 2-2.5mm?2

AC2500V/1Min

0.5Nm(4.4Lb-In.)

4.5-5mm

-40° C ~ #105° C

PAG6, UL94V-0

Brass, Tin Plated
M3.0 steel, Zinc Plated
Stainless Steel

5.0mm(.25")

2P-24P

PC8.LETOUT
N-les

" £ | »
'-]~—<;_¢L .ar/e-

HmHumber of comocts

PCE LAYOUT{RECOMMENDED)

ICu stnmf:'ﬁxu

PCBLATOUT
-l

—
b
Sprt—
Pl
NS

=y

& @M

HEH)

PCE LAYOUT({RECOMMENDED)

www.nhmax.com.en/50
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SHO0TE TYNIWYIL MIHIS Bdd

Pitch:
5.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

Slwww.anbmax.com.en

MX125V-5.0
a5 /HOW TO ORDER
== AL
’ | ﬁﬁ Pitch  Mif4 Color
- !Eg 1 Gri
Serg?NO. No.ﬂole éﬁ% %Eﬁ
SPECIFICATION
Aus
UL IEC
300V 250V
10A 15A

MKX TERMINAL BLOCK

PCB SCREW TERMINAL BLOCKS

22-16AWG/0. 5-1.5mm?2
AC2000V/1Min

0. 2Nm (1.7Lb-In.)
4.5-5mm
-40° C ~ +105° C

PAG6, UL94V-0

Brass, Tin Plated

M2.0 steel, Zinc Plated
Stainless Steel

5.0mm¢(. 138”")
2P-24P

NS0

(H-13%5.0
P

MIKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS

Pitch:
5.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX126V-5.0

MX126R-5.0

T A=/HOW TO ORDER
P— s —LEPAE
’ ‘ MBE Pitch  #ifs Color
!E% 1 Gre
Serif? NO. NQ,g%o_le %'D% %Eﬁi
SPECIFICATION
Auc
UL IEC
300V 250V
10A 18A

0.6

CB LaYOUT{RECOMMENDED)

20-14AWG/0. 5-2.5mm?2
AC2500V/1Min

0.4Nm(3.5Lb-In.)
6-7mm
=40 C=+105" G

PAGB6, UL94V-0

Brass, Tin Plated
M2.5 steel, Zinc Plated
Stainless Steel

5.0mm(.25")
2P-24P

104

PCE LAYOUT{RECOMMENDED)

www.nhmax.com.en/52
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Y0018 TWNIWYAL KIS 80d

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:

Operating temperature :

Material
Housing:
Terminal:
Screw:

Clamp:

Size

Pitch:

Poles available:

S3www.oanbmax.com.en

MX166-5.0

IVIKX | ERIVIINAL BLOCK

PCB SCREW TERMINAL BLOCKS

SPECIFICATION
Alus
UL IEC
300V 250V
10A 15A

D

22-14AWG/0. 5-2.5mm2
AC2000V/1Min

0.4Nm(3.5Lb-In.)
6-7mm
-40° C~+105° C

PAGB6, UL94V-0

Brass, Tin Plated

M2.5 steel, Zinc Plated
Stainless Steel

5.00mm (. 138”)
2P-24P

M

Sl =11
.

5 ! 79

rS

175

45

MKX TERMINAL BLOCK

PCB SCREW TERMINAL BLOCKS

Ordering

MX167V-5.0

MX167R-5.0

$X0078 WNIWIAL KR0S 8d

information

SPECIFICATION
Certification Alus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: 15A 22A

Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

—

0T

PCE LAYOUT(RECOMMENDED)

+Additional premating are available upon request, please consult factory.

22-12AWG/0. 5-2.5mm2

AC2500V/1Min

0.4Nm(3.5Lb-In.)

6-7mm
-40° C~+105° C

PA66, UL94V-0

Brass, Tin Plated
M2.5 steel, Zinc Plated
Stainless Steel

5.00mm(. 138")
2P-24P

www.nhmax.com.en/54




IVIKX ERIVIINAL BLOCK VIKX TERMINAL BLOCK
» PCB SCREW TERMINAL BLOCKS PCB SCREW TERMINAL BLOCKS (4

MX168-5.0

MX169-5.0 MX124-3.5/3.81

Ordering Ordering

SO0TE WNIWL MBS 894
$X0078 WNIWIAL KR0S 8d

information information
SPECIFICATION SPECIFICATION
Certification Aus Certification Aus
Standard UL IEC Standard UL IEC
Rated Voltage: 300V 250V Rated Voltage: 150V 300V 130V
Rated Current: 15A 22A Rated Current: 10A 10A
Wire range 22-12AWG/0. 5-2.5mm2 Wire range 26-16AWG/0. 14-1.5mm2
Withstanding voltage AC2500V/1Min Withstanding voltage AC2000V/1Min
Mechanical Mechanical
Torque: 0.4Nm(3.5Lb-In.) Torque: 0.2Nm(1.7Lb-In.)
Strip length: 6-7mm Strip length: 5mm
Operating temperature: —40° C~+105° C Operating temperature: -40° C~+105° C
Material Material
Housing: PA66, UL94V-0 Housing: PA66, UL94V-0
Terminal: Brass, Tin Plated Terminal: Brass, Tin Plated
Screw: M2.5 steel, Zinc Plated Screw: M2.0 steel, Zinc Plated
Clamp: Stainless Steel Clamp: Brass, Nickel Plated
Size Size
Pitch: 5.00mm (. 25") Pitch: 3.5mm (. 1387)3.81(.150")
Poles available: 2P-24P Poles available: 2P-24P
tN-be355
“ ” 7.3 &é’ép
LH i I
w- 1@ “| B
e L | -:I:,._m AR
o e
] 281
] 5 = 350
.2
nammmama ik X/
PCB LAYOUT(RECOMMENDED) PCE LAYOUT{RECOMMENDED) PCH LATOUT{RECOMMENDED)

Sifwww.nbmax.com.en www.nbmax.com.en/56



SHO0TE TYNIWYIL MIHIS Bdd

Pitch:
5.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

SThwww.nbmax.com.en

IVIKX TERMINAL BLOCK

PCB SCREW TERMINAL BLOCKS

MX330-5.0

WA /HOW TO ORDER

P_

X X X

’ | [MEE Pitch Bifa Color

|

- 1 Gr
s i 1520 B |
Series NO. NO.of Pole 2 i@% 3 & | Black
cuble Pite Green

SPECIFICATION

Aus
UL

300V
16A

IEC

250V
17A

22-14AWG/0. 5-1.5mm?2

AC2000V/1Min

0.4Nm(3.5Lb-In.)

4.5-5mm

-40° C~+105° C

PAG6, UL94V-0

Brass, Tin Plated
M2.5 steel, Zinc Plated
Brass, Nickel Plated

5.00mm¢(. 138”)

2P-24P

S0

S.0wiN=12
i ]

125

—
6.8

P.C.B.LAYOUT
CH- 1150
5

EBGB\Q

KDBORDY [
10 ﬂ?ﬂm}

1

N=Number of contacts

MIKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS

Pitch:
5.0/5.08mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX103-5.0/5.08

T A=/HOW TO ORDER

P_

’ ‘ MBE Pitch  #ifs Color

1 Gre
ng i 122 Biue
Series NO.  NQO.of Pole 2 igg 3 Black
cuble Pitch Green

MX128S-5.0/5.08

X

ICu stnmﬁ'ﬁe*u

|

SPECIFICATION

Aus
UL

300V
20A

IEC

250V
24A

26-14AWG/0. 14-1.5mm2

AC2000V/1Min

0.4Nm(3.5Lb-In.)

7mm

-40° C~+105° C

PAGB6, UL94V-0

Brass, Tin Plated
M2.5 steel, Zinc Plated
Brass, Nickel Plated

5.0mm (. 197”)5.08(. 200”)

2P-24P

-DeS.08
N-DxS08 Sl
Wm0

S0
(500 254

2
=
L& & &

PCE LAFOUT(RECOMMENDED)

{M-1)e5.08
(N-1)50

5.08 | 258 9.60
(50 (250}

gam
—15.1¢

(N-1)"5.08 A
{N=-1)*5.0

. 254
(2500

_|
l—»—u eL 2180

E

5.08
(5.0)" |

PCH LAYOUT(RECOMMENDED)

www.nhmax.com.en/58
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SHO0TE TYNIWYIL MIHIS Bdd

IVIKX TERMINAL BLOCK MIKX TERMINAL BLOCK

3 4 PCB SCREW TERMINAL BLOCKS PCB SCREW TERMINAL BLOCKS : »
P “:c h . MX102-3.5/3.81/3.96 p Itc h 5 MX104-5.0
3.5mm 5.00mm
3.81mm
3.96mm
Ordering iJ175{/HOW TO ORDER Ordering iTHI75/HOW TO ORDER
- - X X I - o X
information B . L EPRE information |2 . mEA
’ | ﬁﬁ Pitch  Mif& Color ’ ‘ [ABE Pitch Mf Color
15 s |1 EHE e o] 55 ww |l et e
Series NO.  NO.of Pale 2_0%% 3 1 ghei: Series NO.  NO.of Pole 2 D&% 3 glcéik
O ¥ I | e reen
SPECIFICATION SPECIFICATION
Certification AMNus Certification Alus
Standard UL IEC Standard UL IEC
Rated Voltage: 300V 250V Rated Voltage: 300V 250V
Rated Current: 10A 15A Rated Current: 10A 15A
Wire range 24-16AWG/0. 5-1.5mm?2 Wire range 24-14AWG/0. 5-2.5mm?2
Withstanding voltage AC2000V/1Min Withstanding voltage AC2000V/1Min
Mechanical Mechanical
Torque: 0.2Nm(1.7Lb-In.) Torque: 0.4Nm(3.5Lb-In.)
Strip length: 6-7mm Strip length: 6-7mm
Operating temperature: -40° C~+105° C Operating temperature: -40° C~+105° C
Material Material
Housing: PA66, UL94V-0 Housing: PA66, UL94V-0
Terminal: Brass, Tin Plated Terminal: Brass, Tin Plated
Screw: M2 steel, Zinc Plated Screw: M3.0 steel, Zinc Plated
Clamp: Brass, Nickel Plated Clamp: Brass, Nickel Plated
Size Size
Pitch: 3.5mm(. 138") Pitch: 5.0mm (. 197”)5.08(. 200")
Poles available: 2P-24P Poles available: 2P-24P
Dimensions e Dimensions sz
(Dimensions in mm) - (Dimensions in mm) m
DODOD T =T
" % e
i e & DN I ‘ I

N=No.of contacts N=No.of contacts

S0 www.nbmax.com.en www.nhmax.com.en/o0
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Y0018 TINTHYIL KIS 83

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

o liwww.nbmax.com.en

MX308-2.54

IVIKX ERIVIINAL BLOCK

PCB SCREW TERMINAL BLOCKS

SPECIFICATION
Alus
UL IEC
150V 130V
B6A 8A

2.54

26-18AWG/0. 5-1.0mm2
AC1500V/1Min

0.1Nm(0.89Lb-In.)
3-5mm
405G =H10520G

PAB6, UL94V-0

Brass, Tin Plated
M1.6 steel, Zinc Plated
Brass, Nickel Plated

2.54mm (. 138")
2P-24P

M4

(N-Dx2.54
B ] 1 63

y

jhs2d

i =

3 m——

VIKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS

MX127-5.0/5.08

Ordering
information

sy 5

MX127A-5.0/5.08

SPECIFICATION
Certification Alus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: 12A 15A

Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

4.

_(N=1)+5.08_
M=1pE0

1

254

(N=1)e8.08
(=110

3,08 __as4
5.0y {2.50)

FCB LATOUT(RECOMMENDED)

26-16AWG/0. 14-1.5mm2

AC2000V/1Min

04Nm(3.5Lb-In.)

6mm
-40° C~+105" C

PAG6, UL94V-0

Brass, Tin Plated
M2.5 steel, Zinc Plated
Brass, Nickel Plated

5.00mm (. 197”)5.08mm (. 200”)
2P-24P

www.nhmax.com.en/62

oy I
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SHO0TE TYNIWYIL MIHIS Bdd

IVIKX TERMINAL BLOCK

MIKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS »

: ¢ PCB SCREW TERMINAL BLOCKS

P itc h . MX128V-5.0/5.08 MX128H-5.0/5.08 p itc h . MX500A-5.0/5.08 MX500B-5.0/5.08

SH0078 TYNIWYIL MIHIS Bdd

5.0/5.08mm 5.0/5.08mm
Ordering T =/HOW TO ORDER Ordering T A =/HOW TO ORDER
- - X X I - o X
information P . information = . A
| ‘ [AIEE Pitch MifR Color ’ ‘ [ABE Pitch Mf Color
: EF 1 Gr m 1 Gre
Se'r%?l\lo. No.gnPole %'D% %gﬁi Serig? NO. NQ,gn;’o_le %'D% %?ﬁ
ouble Hitc reen guble Pitc reen
SPECIFICATION SPECIFICATION
Certification AMNus Certification Alus
Electrical Standard UL IEC Standard UL IEC
Rated Voltage: 300V 250V Rated Voltage: 300V 250V
Rated Current: 15A 18A Rated Current: 10A 15A
Wire range 26-14AWG/0. 14-2.5mm2 Wire range 24-14AWG/0. 5-2.5mm?2
Withstanding voltage AC2000V/1Min Withstanding voltage AC2000V/1Min

Mechanical Mechanical
Torque: 0.4Nm(3.5Lb-In.) Torque: 0.4Nm(3.5Lb-In.)
Strip length: 7mm Strip length: 6-7mm

Operating temperature:

-40° C~+105° C

Operating temperature:

-40° C~+105° C

Material Material
Housing: PA66, UL94V-0 Housing: PA66, UL94V-0
Terminal: Brass, Tin Plated Terminal: Brass, Tin Plated
Screw: M2.5 steel, Zinc Plated Screw: M2.5 steel, Zinc Plated
Clamp: Brass, Nickel Plated Clamp: Brass, Nickel Plated
Size Size
Pitch: 5.00mm (. 197”)5.08mm (. 200”) Pitch: 5.00mm (. 25")
Poles available: 2P-24P Poles available: 2P-24P
{n—1)*5.08 FracaeD)
b Loty (n=1)*5.0 - -
Dimensions o a1 Dimensions _
.0) (2.5) - 9@@8 31000
(Dimensions in mm) | s ) (Dimensions in mm) 0N s 2oy
[ [ J S 05%<N-1> o 2
N-1)5.0 aﬂa l HH
s ed W “‘lit:nm
n . T
R
N=No.of contacts pCE'ﬁL*“O””“ECU"‘"‘E“DED) PCB LATOUT(RECOMMENDED) N=No.of contacts

o3 www.nbmax.com.en www.nhmax.com.en/o4



Y0018 TINTHYIL KIS 83

MX128R-7.5/7.62

Ordering
information

IVIKX ERIVIINAL BLOCK

PCB SCREW TERMINAL BLOCKS

MX128V-7.5/7.62

SPECIFICATION
Certification Aus
Standard UL IEC
Rated Voltage: 300V 450V
Rated Current: 15A 18A

Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

s NIRRT
(N-1)7.62

7.50 3.75
(7.62) (581}

LLL.

T

—13,80—=

AN=137 5
-7 e

378
5 280 |
}
l pr

PCH LAYOUT{RECOMMENDED)

L
=

o5 www.nbmax.com.en

2.8

26-14AWG/0. 14-2.5mm2
AC2500V/1Min

0.4Nm(3.5Lb-In.)
7mm
408G =R 050G

PAB6, UL94V-0

Brass, Tin Plated
M2.5 steel, Zinc Plated
Brass, Nickel Plated

7.5mm (. 295”)7.62mm (. 30")
2P-24P

(N-1)7.5
T(N=1)07.627

{
t

o 5375
(7.62) M T (a8

KX TERMVINAL BLOCK
PCB SCREW TERMINAL BLOCKS

MX128R-5.0/5.08

Ordering
information

SPECIFICATION
Certification Alus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: 15A 18A

Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

26-14AWG/0. 14-2.5mm2

AC2000V/1Min

04Nm(3.5Lb-In.)

7mm
-40° C~+105" C

PAG6, UL94V-0

Brass, Tin Plated
M2.5 steel, Zinc Plated
Brass, Nickel Plated

5.00mm (. 197”)5.08mm (. 200”)
2P-24P

N-1)5.08
(4-1)5.0

www.nhmax.com.en/oh
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Y0018 TINTHYIL KIS 83

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:

Operating temperature :

Material
Housing:
Terminal:
Screw:

Clamp:

Size

Pitch:

Poles available:

6T www.nbmax.com.en

MX129V-5.0/5.08

IVIKX ERIVIINAL BLOCK

PCB SCREW TERMINAL BLOCKS

MX129R-5.0/5.08

SPECIFICATION
Alus
UL IEC
300V 250V
20A 20A

N=1)*5,0
(N-1)*5.08

l——- l et

PCE LAYOUT{RECOMMENDED)

24-12AWG/0. 2-4mm2
AC2500V/1Min

0.5Nm(4.4Lb-In.)
7mm
=40* .C~+1057'C

PAB6, UL94V-0
Brass, Tin Plated
M3 steel, Zinc Plated
Brass, Nickel Plated

5.0mm (. 197”)5.08mm (. 200”)
2P-24P

N=1]50
(N=1)"5.08

15

s
g

—8-
'8
851

H-1)"5.0

15.08)
N

5

PLE LAYDUTIRECOMMENDED)

VIKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS

MX129V-7.5/7.62

MX129R-7.5/7.62

e e

Ordering
information

SPECIFICATION
Certification Alus
Standard UL IEC
Rated Voltage: 300V 450V
Rated Current: 20A 20A

Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

o =ters
[(N=1)=7.62

}

7. 375
762 [TTizen)

R
[

-5.00

: [

M=]rs7?
(=T e

!.G—l——-

b et

PCE LAYOUT{RECOMMENDEL)

080

24-12AWG/0. 2-4mm2
AC2000V/1Min

0.5Nm(4.4Lb-In.)
7mm
=40> C~+105% €

PA66, UL94V-0
Brass, Tin Plated
M3 steel, Zinc Plated
Brass, Nickel Plated

7.5mm (. 295”)7.62mm (. 30”)
2P-24P

_(N=1)75
(N=1)7.62

i
L

{

7.50, 375
11.20 F7ez T [ Ta81)

18.

BEA
¥

5.6 N-1w75
S

7.
i

‘;.‘1 o

PCE LAYOUT(RECOMMENDED)

www.nhmax.com.en/68
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Pitch:

6.35/7.62mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

69 www.nbmax.com.en

MX635-6.35

PCB SCREW TERMINAL BLOCKS

IVIKX TERMINAL BLOCK

MX635-7.62

T AR/HOW TO ORDER

-

|

MEE Pitch #ifs Color

- 1 Gri
Se'r%?l\lo. No.gnPole %'ﬁﬁgfg;é%nm %gﬁi
ouble Hilc reen
SPECIFICATION
AAus
UL IEC
300V 450V
30A 24A

PCE LAYCUT{RECOMMENDED)

24-10AWG/0. 2-6.0mm?2
24-10AWG/0. 2-4.0mm?2
AC2500V/1Min

0.5Nm(4.4Lb-In.)
8mm
=40* C~+105> C

PAG6, UL94V-0
Brass, Tin Plated
M3 steel, Zinc Plated
Brass, Nickel Plated

6.35mm (. 25”)7.62mm (. 30")
2P-24P

—(N-1)7.62—
'?‘62T151~_

X

P X X
-

PCE LATOUT(RECOMMENDED)

Pitch:

7.62/9.50mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MIKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS

MX950-7.62

MX950-9.50

T A=/HOW TO ORDER

&3’

g
Series NO.

=

W
NQ.of Pole

|

MBE Pitch  #ifs Color
IE% 1 Grey
1 ingle Pitcl ﬁ lue
E N
2 cuble Pitch

SPECIFICATION

r—{N=1)T. 62—

=7 6 4761

PCEB LATOUT(RECOMMENDED)

Adus
uL IEC

300V 450V
30A 32A
24-10AWG/0. 2-6.0mm?2

AC3000V/1Min

0.5Nm(4.4Lb-In.)
8mm
-40° C~+105° C

PAG6, UL94V-0
Brass, Tin Plated
M3 steel, Zinc Plated
Brass, Nickel Plated

9.5mm (. 374”)9.52mm (. 375")
2P-24P

pr—{h=1)"9 54—

'9-5“'| 4 T

%
E_
E-

LT RT)

250

¥——¢ L ettt
o
«

PCE LAYOUT(RECOMMEMDED)

www.nbmax.com.en/70
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SH078 TYNIWYIL MIHDS 82d

Pitch:
10.16mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

Tl/www.nbmax.com.en

PCB SCREW TERMINAL BLOCKS

IMIKX TERMINAL BLOCK

MX136-10.16
iTM75=/HOW TO ORDER
p I ) [ ¢
P_ | _Cusf.-gnfrmé*guest
‘ FEE Pitch B8 Color
T B lﬁ ﬁ e
Series NO. NO.of Pole 2 3 Hlack
ouble Pitc : Green
SPECIFICATION
Alus
UL IEC
600V 750V
50A 57A

"‘_‘ ) ._“ L
.k::’ ~::‘ 324

r—m-l:rm.is—-l

|-—ea §—m

1
F A

T

22-6AWG/1.0-16.0mm2
22-6AWG/1.0-16.0mm2
AC3000V/1Min

1.2Nm(10.5Lb-In.)
10mm
00 IC=+105" C

PAGB6, UL94V-0

Brass, Tin Plated
M4.0 steel, Zinc Plated
Brass, Nickel Plated

10.16mm (. 138”)
2P-24P

Pitch:
15.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MKX TERMINAL BLOCK
PCB SCREW TERMINAL BLOCKS

MX137-15.0

T =/HOW TO ORDER

|

e
Series NO.

\T__l

iz 4
NO.of Pole

[EBE Pitch B Color

I
P _Custgng m*u es

Gre
1 ingle Pitc 'BWeL
2 ; Black
ouble Pitch Green|

SPECIFICATION

Aus
UL IEC
600V 1000V
90A 125A
20-2AWG/1.0-25.0mm?2

AC3500V/1Min

2.0Nm(17.5Lb-In.)
15mm
-40° C~+105° C

PAGB6, UL94V-0

Brass, Tin Plated
M5.0 steel, Zinc Plated
Brass, Nickel Plated

15.00mm (. 138”)
2P-24P

21.7

X

36.3

12

www.nhmax.com.en/72
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SH0T8 TYNIWYIL MIHIS Bdd

| IVIKX TERMINAL BLOCK MIKX TERMINAL BLOCK 2
: > PCB SCREW TERMINAL BLOCKS PCB SCREW TERMINAL BLOCKS ‘ »

Pitch: MX12V-M MX12V-F Pitch: MX13V-M MX13V-F
5.00mm 5.00mm

Ordering iTH75/HOW TO ORDER _ Ordering iTHI75/HOW TO ORDER x
information P— information P— LB
| \—’_‘ I B Pit!ch Jﬁ Color | \_‘—‘ 7] B8 Pit!:h __lle. Color
SPECIFICATION SPECIFICATION
Certification Alus Certification MAlus
Standard UL IEC Standard UL IEC
Rated Voltage: 12v 12V Rated Voltage: 12v 12v
Rated Current: 15A 15A Rated Current: 15A 15A
Withstanding voltage AC1500V/1Min Withstanding voltage AC1500V/1Min
Mechanical Mechanical
Operating temperature: -40° C~+105° C Operating temperature: -40° C~+105° C
Material Material
Housing: PAG6, UL94V-0 Housing: PAG6, UL94V-0
Pin header: Brass, Tin Plated Pin header: Brass, Tin Plated
Screw: M2.5 steel, Zinc Plated Screw: M2.5 steel, Zinc Plated
Size Size
Pitch: 5.0mm(. 138") Pitch: 5.0mm(. 138")
Poles available: Poles available:
Dimensions o Dimensions ey e e e
(Dimensions in mm) (Dimensions in mm) o9 TW s 7 b

17.2—d

172 —

52—

15.2 —=!

2
| n
51
l
Cﬂmmﬂ |
L:I
51.3
1
l 5
i
|
QH‘H
1

N=No.of contacts N=No.of contacts

T3www.nbmax.com.en 100 www.nbhmax.com.cn/74
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IMIKX TERMINAL BLOCK MKX TERMINAL BLOCK

? 4 SCREWLESS TERMINAL BLOCKS SCREWLESS TERMINAL BLOCKS 4
p “: c h ’ MX141V-2.54 MX141R-2.54 p ltc h : MX142V-5.08/7.5/7 .62 MX142R-5.08/7.5/7.62
2.54mm 5.08mm
7.50mm
7.62mm
Ordering iTHI75/HOW TO ORDER Ordering iTHI75/HOW TO ORDER
- - b X - - B . L
information 2 et L EERX, information = 5 L BLRE .
‘ [RIBE Pitch Bif8 Color ‘ FEE Pitch BB Color -
: T B lﬁ ﬁ-@% ns B% lﬁ %—3{—5& :
2 Series NO. NO.of Pole 2 3 Black Series NO. NO.of Pole 2 ; Black a
= ouble Fitc s Green| ouble Pitch Green| =
Certification Alus Certification AAlus
Standard UL IEC Standard UL IEC
Rated Voltage: 150V 130V Rated Voltage: 300V 250V
Rated Current: 2A B6A Rated Current: 10A 15A
Wire range 24-20AWG/1.0mm2 Wire range 22-16AWG/1.5mm?2
Withstanding voltage AC1250V/1Min Withstanding voltage AC2000V/1Min
Mechanical Mechanical
Torque: Torque:
Strip length: 11mm Strip length: 11mm
Operating temperature: -40° C~+105" C Operating temperature: -40° C~+105" C
Material Material
Housing: PAB6, UL94V-0 Housing: PA66, UL94V-0
Terminal: Brass, Tin Plated Terminal: Brass, Tin Plated
Wire guard: Stainless steel Wire guard: Stainless steel
Clamp: Clamp:
Size Size
Pitch: 2.54mm (. 200”) Pitch: 5.08/7.5/7.62mm (. 200”)
Poles available: 1P-XXP Poles available: 1P-XXP
Dimensions i ] Dimensions ey ‘ M= =
: 2| ST § 3 = = i
. : . . - w @) 5 5 3 ; el 1 9 gl 3
(Dimensions in mm) g ' F (Dimensions in mm) . || = ® o lig1 ;l
é 1.5 1.0020.1 ?‘ —_—
LRI P Sl e oo SRS Q el
25esh=1)207 g ol 1 1H | = R 5 ‘ﬁw -
L] g 254 - < g ﬁﬂ]
Ee } +—¢ =
!E?c I ST : ! ‘;E[
0.504:0.0% g 8 & RICONWERD PCB LATOUT{TOLERRMCE = £0.05 o
2.:;4-;34‘-5::?0:2 -| I: ++ ¥ NSSAmER-OF COATICTE: | obaie ) RECOMMEND ch;wum:mz-m.nﬂ .
N=No.of contacts reasor N-No.of contacts rren =l
Ti/www.nbhmax.com.en www.nhmax.com.en/76




VKX TERMINAL BLOCK
SCREWLESS TERMINAL BLOCKS

VIKX TERMINAL BLOCK

¢ SCREWLESS TERMINAL BLOCKS

& I

MX211V-5.00

MX211R-5.00

MX250-2.5

MX250-3.5

B

Ordering Ordering
information information
SPECIFICATION SPECIFICATION

Certification Alus A Certification Alus b
Standard UL IEC Standard UL IEC
Rated Voltage: 300V 250V Rated Voltage: 300V 250V
Rated Current: 8A 10A Rated Current: 5A 8A
Wire range 26-16AWG/1.5mm?2 Wire range 24-20AWG/0.5mm2

26-16AWG/1.5mm2 24-20AWG,/0.5mm2
Withstanding voltage AC2000V/1Min Withstanding voltage AC2000V/1Min
Mechanical Mechanical
Torque: Torque:
Strip length: 8-9mm Strip length: 8-9mm

Operating temperature:

-40° C~+105° C

Operating temperature:

-40° C~+105° C

Material Material

Housing: PAB6, UL94V-0 Housing: PAB6, UL94V-0
Terminal: Brass, Tin Plated Terminal: Brass, Tin Plated
Wire guard: Stainless steel Wire guard:

Clamp: Clamp:

Size Size

Pitch: 5.00mm (. 200”) Pitch: 2.50/3.50mm (. 200”)

Poles available:

T www.nbmax.com.en

1P-XXP

¥ .

Poles available:

2P-XXP

o b b b e E= ; %_—' | ﬁ ﬁ ﬁ F%\ N2.5£0.3 r o s

o I

3 1] { u u u l %‘J‘!ﬂ
- (1017 ] L
e eeee FEEEE Rk Nt AN
%%l%%l%l %’%%@% N=Number of contocts

www.nhmax.com.en/7TH
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Pitch:
5.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Wire guard:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

79/ www.nbmax.com.en

IMIKX TERMINAL BLOCK

SCREWLESS TERMINAL BLOCKS

MX235-5.0
iTM75=/HOW TO ORDER
p I ) [ ¢
P_ | | _Cusf.-gn':rmé*guest
‘ FEE Pitch  Bifs Color
o5 B lﬁ ﬁ s
Series NO. NO.of Pole 2 3 Hlack
ouble Pitc Green
SPECIFICATION
Alus
UL IEC
300V 250V
5A 10A

20-18AWG/1.5mm2
20-18AWG/1.5mm2
AC2000V/1Min

8-9mm

-40° C~+105" C

PA66, UL94V-0
Brass, Tin Plated

Stainless steel

5.00mm (. 200”)

1P-XXP

NH ||
Hil

E

0.4040.05
DA SEE TABLE X

(N-1)"a£0.2
N*A£0,5

MHUMBER OF CONTACTS

MIKX TERMINAL BLOCK
SCREWLESS TERMINAL BLOCKS

Pitch:
4.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Wire guard:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX158- 4.0

T =/HOW TO ORDER

P_

r | x| X

Custgn{:r Eé*gu est

‘ FEE Pitch BB Color

Gre
. B 1 =g P Bloe
Series NO. NO.of Pole 2 ) Black
ouble Pitch Green|

SPECIFICATION

CNLIS
uL
300V
7A

IEC
250V
9A

24-18AWG/0.75mm2
24-18AWG/0.75mmz2

AC1500V/1Min

8-9mm

-40° C~+105" C

PAGB6, UL94V-0

Brass, Tin Plated

4.00mm (. 200”)
1P,2P,3P

www.nhmax.com.en/80
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VIKX TERMINAL BLOCK VKX TERMINAL BLOCK

¢ SCREWLESS TERMINAL BLOCKS SCREWLESS TERMINAL BLOCKS ¢

MX3258 MX3358

Ordering Ordering

information information
SPECIFICATION SPECIFICATION
Certification Mus AN Certification: s A\
Standard UL IEC
— — Standard:
Rated Voltage: 600V 450V | i . UL IEC
Rated Current: 20A 24A Rated Voltage: 600V 400V
Wire range 28-12AWG/2. 5mm2 Rated Current: 20A 24A
_ - Cross-section,solid(AMG/MM2): 16-12AWG/0.75-2.5mm2
Withstanding voltage AC2000V/1Min Withstanding voltage: AC2500V/1Min
Mechanical _ o
Torque: Mechanical:
Strip length: 8-9mm Strip length: 12-13mm
Operating temperature: ~40° C~+105" € Material:
Materia | Housing: PAG6,UL94V-0
Hous_ln_g: ERC.LLaVD Terminal: Copper,Tin Plated
Terminal: ;
Wire guard: Stainless steel Wire guard:
Clamp: Size:
Size Pitch:
Plichz 4.60mmi. 200 Poles available: 2P, 3P4P, 5P
Poles available: 2P, 3P, 5P
-1ie.?- e . -
I 1 - I |~
= |y R @l S
B —-—] = ] —_ =
\—-_\__/ =)
-2 ] e ] o
T; coBoL" | [coseo
TR e N (== ) _—=— -
~_

N:NUMBER OF CONTACTS

#1/www.nbmax.com.en www.nhmax.com.en/#2




VKX TERMINAL BLOCK
SCREWLESS TERMINAL BLOCKS (4

VIKX TERMINAL BLOCK

-

- ! - :

SCREWLESS TERMINAL BLOCKS

A3/ www.nbmax.com.en

Ordering Ordering
information information

SPECIFICATION SPECIFICATION
Certification: Aus AN Certification: Aus 4N
Standard: UL IEC Standard: UL IEC
Rated Voltage: 600V 400V Rated Voltage: 600V 400V
Rated Current: 20A 24A Rated Current: 20A 24A
Installation side: Cross-section,solid(AMG/MM2): 16-12AWG/0.75-2.5mm2
Cross-section,solid: 17-14AWG/1.0-2.5mm?2 Withstanding voltage: AC2500V/1Min
Lighting side: Mechanical:
Cross-section,solid: 20-16AWG/0.5-2.5mm2 Strip length: 12-13mm
Mechanical: Material:
Strip length: 9-11mm Housing: PA66,UL94V-0
Material: Terminal: Copper,Tin Plated
Housing: PAG66,UL94V-0
Terminal: Copper,Tin Plated Size:
Size: 8.5*20.5*15.5/8.5*42.0*15.5 Pitch:
Poles available: Poles available: 2P, 4P,6P, 8P

il
.;_:ll:} —al
< '_E:_:__—ﬂ' - ;.Ej j
3 [ | I O g
= s
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Pitch:
10.0mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

A5Mmww.nbmax.com.en

IVIKX TERMINAL BLOCK
FEED THROUGH TERMINAL BLOCKS

MX238-10.0
e

o [ A q{

) 4

/ 4

1T /HOW TO ORDER

X X X
P— _Cusltﬁ'rergé* s

| | MEE Pitch #ifs Color

ns sx  |1feerer] %—é’%
Series NO.  NO.of Pale 2 %ﬁ'ﬁ_ 3 Black

Double Fitch Green

SPECIFICATION
Alus
uL IEC
600V 450V
20A 24A

22-12AWG/0.75-2.5mm2

-40° C~+105° C

PAGB6, UL94V-0
Brass, Tin Plated

10.00mm (. 300”)
2P-5P

20.00(2P=10)

|
(RAtch of J ‘
pn

Jtype Fin EEMth pole terningl lug

MIKX TERMINAL BLOCK

A N
FEED THROUGH TERMINAL BLOCKS ®
pitch. MX8H MX8HWP
8.00mm
£ '2..';.”'..)" ," 2y v ’-*I'; 4)"/»";' Py

/ }'}p;-};/; /'/-/-};};
Ordering iT/I75E/HOW TO ORDER
information P— mEL e

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

| | MBE Pitch  #ifs Color

53 L~ %ﬁ

Series NO. NQ.of Pole 2 o Black
Double Pitch

Green

SPECIFICATION

Alus -
uL IEC G
300V 450V 2
20A 24A >
1.0-4.0mm2 §

=
AC2000V/1Min 3

-40° C~+105° C

PAG6, UL94V-0
Brass, Nickel Plated
M2.5 steel,Zinc Plated

8.00mm (. 3007)
2P-12P

www.nhmax.com.en/86
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Pitch:
10.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

A7ww.nbmax.com.en

IVIKX TERMINAL BLOCK
FEED THROUGH TERMINAL BLOCKS

MX10H MX10HWP
7’ )--‘l)...-_ Ik ',','l ISA . ik
) )")‘l}.f-"; / ,‘-;_;.}.A.
1TM 5 /HOW TO ORDER

X X b4
P— EREE

| | [MEE Pitch Bifa Color

u% wr |loors| et
Series NO. NO.of Pole 2 %ﬁ'ﬁ__ 3 Block

Double Fitch Green

SPECIFICATION
AAus
UL IEC
300V 450V
30A 41A
1.5-6.0mm2

-40° C~+105° C

PAGB6, UL94V-0
Brass, Nickel Plated
M3.0 steel,Zinc Plated

10.00mm (. 300”)
2P-12P

N 10.0-3.5

5 = é
G g
MM mmmm MM MM MM
CIZIEIEIEIE FEEEEE e

protector

MKX TERMINAL BLOCK

A 2,
FEED THROUGH TERMINAL BLOCKS »
p |tc h : MX12H MX12HWP
12.00mm
!/,‘ A !/ S A
e/ . o o [
it "')p/'
’J-}_). ")'n}_).
Ordering iT/I75E/HOW TO ORDER
- - x
information (== . mEA
| | MBE Pitch  #ifs Color
< aiNO « &f!é F 1 Single gﬂc; % Bgir:e
i ! 7 lack
eries O.of Pole 2}% 3 G:;n
SPECIFICATION
Certification Alus
Standard UL IEC
Rated Voltage: 450V 750V
Rated Current: 30A 57A
Wire range 2.5-10.0mm2
Withstanding voltage
Mechanical
Torque:
Strip length:
Operating temperature: -40° C~+105° C
Material
Housing: PA66, UL94V-0
Terminal: Brass, Nickel Plated
Screw: M3.5 steel, Zinc Plated
Clamp:
Size
Pitch: 12.00mm¢(. 300”)
Poles available: 2P-12P
Dimensions
X . . With wire
(Dimensions in mm) protector

N=No.of contacts

www.nhbmax.com.en/88
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Pitch:
13.5mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

89 www.nbmax.com.en

IVIKX TERMINAL BLOCK
FEED THROUGH TERMINAL BLOCKS

MX14H MX14HWP
'»’,In A '*',.n \
/l,u)./.} ; Vi /')I ,)-} ! b
) “'/h}. 4 }n}./
A /HOW TO ORDER

X X b4
P— S .

’ | [MEE Pitch Bifa Color

NI Y 1 ] %1—"—}
eries 3 o ole 2 = 3 lack
ouble Fitc

Green

SPECIFICATION
Alus
uL IEC
450V 750V
50A 76A
2.5-16.0mm2

-40° C~+105° C

PAGB6, UL94V-0
Brass, Nickel Plated
M4.0 steel,Zinc Plated

13.50mm (. 300”)
2P-12P

4.7
14..

260

With wire
protector

MKX TERMINAL BLOCK

FEED THROUGH TERMINAL BLOCKS : ®
pitch 4 MX16H MX16HWP
14.5mm

™mjn o Y _ pe A A ,
Ordering iT/I75E/HOW TO ORDER x
information P— L B RR

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

’ \—‘_‘ [AEE Pit|ch .Ia Color

1 Gre

ns on 1o L

Series NO. NO.of Pole 2 'Dﬁ 3 Black
ouble Pitch

Green

SPECIFICATION
Alus
uL IEC
450V 750V
57A 76A
2.5-16.0mm2

-40° C~+105° C

PAG6, UL94V-0
Brass, Nickel Plated
M5.0 steel,Zinc Plated

14.50mm (. 300”)
2P-12P

14.58M-3.4

il

=1 =1 1= [=] =] With wire
gy -‘G-IEJ:IE;-I-‘G-IE;Q protector
www.nhmax.com.en/90
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Pitch:
16.5mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Mechanical

Torque:

Strip length:
Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

91 www.nbmax.com.en

MX18H

IVIKX TERMINAL BLOCK
FEED THROUGH TERMINAL BLOCKS

MX18HWP

T H/HOW TO ORDER

s
Series NO.

-

e |1 o ANE %1—”—}
s} ole 2 gﬁﬁ 3 lack
ouble Fitc

P—| ‘

MEE Pitch #ifs Color

Green

SPECIFICATION

16.5%N-2.9

el fel fel fe

Aus
uL IEC

750V 1000V
100A 85A
2.5-25.0mm2

-40° C~+105° C

PAGB6, UL94V-0
Brass, Nickel Plated
M5.0 steel,Zinc Plated

16.50mm (. 300”)
2P-12P

—e8.
16,

2.5

With wire
protector

[o] [¢]

MKX TERMINAL BLOCK
FEED THROUGH TERMINAL BLOCKS

Pitch:
10.0mm *r_ o

oy | ” Y

"'x_:o'* Ll L lefg |

a\
MX801 MX801-1

Ordering iT/I75E/HOW TO ORDER
information (== A

=

|

MBE Pitch  #ifs Color

eries 1 .o ole ac
ouble Pitch Green
SPECIFICATION
Certification Alus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: B6A TA

Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Size

Pitch:
Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

22-14AWG/0.5-2.5mm2

AC2500V/1Min
500M/DC1000V

0.5Nm(4.4Lb-In)
-40° C~+105" C

PAG6, UL94V-0
Brass, Nickel Plated
M3.0 steel, Zinc Plated

10.0mm (. 3007)
2P-12P

——N*10.00+0.4

{N=2}*10.00

www.nhmax.com.en/92
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Pitch:
7.62mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

93 www.nbmax.com.en

MX25C

BARRIER TERMINAL BLOCKS

IVIKX TERMINAL BLOCK

MX258

T /HOW TO ORDER

X X X

P _Cu 5[%1{: %é* ues

-

MEE Pitch #ifs Color

n% sx  |lhoene %—Sﬁ
Series NO. NO.of Pole 2 o ; 3 Black
' Double Fitch ]| Green
SPECIFICATION
AAus
UL IEC
300V 250V
15A 24A

TEI*H+1.5

7.624(N=1)

26-14AWG/0.5-2.5mm2

AC2000V/1Min
500M Q/DC500V

0.5Nm(4.4Lb-In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M3.0 steel, Ni Plated

7.62mm(.300")
2P-24P

MIKX TERMINAL BLOCK
BARRIER TERMINAL BLOCKS

Pitch:
7.62mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX25R

MX25H

1T =/HOW TO ORDER
X X
P G | ‘ _Cu slc%n};ﬂe* ues
| | MBE Pitch  #ifs Color
!E% 1 Gre
Ser%siNO. NO_,g%o_te % 'r;ﬁ;u?ﬁ %Eﬁ:ﬁ
Double Pitc reen
SPECIFICATION
Aus
UL IEC
300V 250V
15A 24A

262*N+1.5

7.625(N=1)

TFUOL

22-14AWG/2.5mm2

AC2000V/1Min
500M Q/DC500V

0.5Nm(4.4Lb-In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M3.0 steel, Ni Plated

7.62mm(.300")
2P-24P

146

1o

www.nhmax.com.en/94
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MKX TERMINAL BLOCK MIKX TERMINAL BLOCK
; » BARRIERTERMINAL BLOCKS BARRIERTERMINAL BLOCKS _ ¢

Pitch: MX25CG MX25SG Pitch: MX25HG

7.62mm 7.62mm

Ordering iTHI75/HOW TO ORDER Ordering iTHI75/HOW TO ORDER

. - y O O G [ s . [

information 2 et L. ELRR . information 2= ] Rl Rt

‘ FEE Pitch  Bifs Color ‘ FEE Pitch #ifs Color
e #H 1 ingle Pitch l;‘ gg Gr:fg By 2.4 ]. ingle Pitch %‘ EGtr:e
Series NO. NO.of Pole 2 Eid 3 Hlack Series NO. NO.of Pole 2 3 Black
ouble Pitc Green ouble Pitc Green|
SPECIFICATION SPECIFICATION

Certification AAlus Certification AAlus

Standard UL IEC Standard UL IEC

Rated Voltage: 300V 250V Rated Voltage: 300V 250V

Rated Current: 15A 24A Rated Current: 15A 24A

Wire range 22-14AWG/2.5mm2 Wire range 22-14AWG/2.5mm2

Withstanding voltage AC2000V/1Min Withstanding voltage AC2000V/1Min

Insulation resistance 500M Q/DC500V Insulation resistance 500M Q/DC500V
£ Mechanical Mechanical Z
= Torque: 0.5Nm(4.4Lb—-In.) Torque: 0.5Nm(4.4Lb-In.) 2
% Operating temperature: -40TC ~ +105C Operating temperature: -40C ~ +105TC 2
Zf Material Material E
% Housing: PA66,UL94V-0 Housing: PA66,UL94V-0 %

Terminal: Brass, Tin Plated Terminal: Brass, Tin Plated

Screw: M3.0 steel, Ni Plated Screw: M3.0 steel, Ni Plated

Clamp: Clamp:

Size Size

Pitch: 7.62mm(.300") Pitch: 7.62mm(.300")

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

95/ www.nbmax.com.en

7.62*°N+1.5

7.62%(N-1)

2P-24P

7.62*N+1.5

(N=1)*7.62

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

7.62*N+1.5

(N-1)*7.62

_?_.Qz_l

2P-24P

TE2N+1.S

(N=1)*7.62

www.nbhmax.com.en/%%
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IVIKX TERMINAL BLOCK VIKX TERMINAL BLOCK 2
3 4 BARRIERTERMINAL BLOCKS BARRIERTERMINAL BLOCKS : »
pitch e MX30C MX30S pitch . MX30R MX30H
8.25mm 8.25mm
Ordering 1JH75z/HOW TO ORDER Ordering 1JM75/HOW TO ORDER
information = . mE A information |2 — 4 AL
| | MEE Pitch #ifs Color | | MBE Pitch  #ifs Color
!EE 1 Gre !EEIE 1 Gre
Serifs*NO. No.gnﬁ’oie % wgi% %?ﬁ Ser%siNO. NO_,g%o_te % 'r;ﬁ;u?%:;—h %Eﬁ:ﬁ
SPECIFICATION SPECIFICATION
Certification Alus Certification Alus
Standard UL IEC Standard UL IEC
Rated Voltage: 300V 450V Rated Voltage: 300V 450V
Rated Current: 20A 24A Rated Current: 20A 24A

Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

97 www.nbmax.com.en

22-14AWG/2.5mm2

AC2000V/1Min
500M Q/DC500V

0.5Nm(4.4Lb-In.)

-40C ~ +105TC

PA66,UL94V-0
Brass, Tin Plated
M3.0 steel, Ni Plated

8.25mm(.300")

2P-24P

N*B.25+2

N*8.25+2

(N—1)*8.25

ST

14

(N—1)*8.25
8,25
= = U tt

Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

N*B.25+2

(N-1)*8.25

22-14AWG/2.5mm2

AC2000V/1Min
500M Q/DC500V

0.5Nm(4.4Lb-In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M3.0 steel, Ni Plated

8.25mm(.300")
2P-24P

N*B.75

www.nhmax.com.en/98
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Pitch:
8.25mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

99 www.nbmax.com.en

IVIKX TERMINAL BLOCK

BARRIER TERMINAL BLOCKS

MX30CG

T H/HOW TO ORDER

T

n% sx  |lhoene
Series NO. NO.of Pole 2 =

Double Fitch

X X X
ICu 5[%1{: %é* ues

Pitch

SPECIFICATION

Aus
UL

300V
20A

Bifs Color

L Gre
Blue

3 Black
Green

IEC

450V
24A

22-14AWG/2.5mm2

AC2000V/1Min
500M Q/DC500V

0.5Nm(4.4Lb-In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M3.0 steel, Ni Plated

8.25mm(.300")

2P-24P

8. 25*N+2

—8.25"(N—1)—=
8.25 =

1 5.25

8.25%N+

L——lﬁ,i-—-'

T

1.26

MKX TERMINAL BLOCK
BARRIER TERMINAL BLOCKS

Pitch:
8.25mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX30RG

1T A=/HOW TO ORDER

P_
T

MX30HG

X X
_Cu slc%n};ﬂe* ues

|

MBE Pitch  #ifs Color

08 sn  |[leerer] EHERa
Series NO.  NQO.of Pole 2 !%ﬁ'ﬁ_ 3 Black

Double Fitlch

Green

SPECIFICATION

Aus
UL

300V
20A

IEC

450V
24A

22-14AWG/2.5mm2

AC2000V/1Min
500M Q/DC500V

0.5Nm(4.4Lb-In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M3.0 steel, Ni Plated

8.25mm(.300")

2P-24P

825N+
——B8.25%(N-1}—=

B.25
I

il

L-—] B.5

8.25"N+2
—8.25*(N-1)—m
=825
T

R

qTTE =

o~

EEL LJ lgl
270 126

www.nhmax.com.en/100
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IMIKX TERMINAL BLOCK

MKX TERMINAL BLOCK
BARRIER TERMINAL BLOCKS

; » _ BARRIERTERMINAL BLOCKS
p Itc h - MX35C MX35S
8.50mm
Ordering iT1752/HOW TO ORDER
. . T L T X
information 2 e e ELRR,.
‘ EEE Pitch #ifa Color
e #H 1 ingle Pitch ﬁ Gr:eg
Series NO. NO.of Pole 2 Eid 3 Black
ouble Pitc Lreen
SPECIFICATION
Certification AAlus
Standard UL IEC
Rated Voltage: 300V 450V
Rated Current: 20A 24A
Wire range 22-14AWG/2.5mm2
Withstanding voltage AC2000V/1Min
Insulation resistance 500M Q/DC500V
Mechanical
Torque: 0.5Nm(4.4Lb-In.)
Operating temperature: -40TC ~ +105C
Material
Housing: PA66,UL94V-0
Terminal: Brass, Tin Plated
Screw: M3.0 steel, Ni Plated
Clamp:
Size
Pitch: 8.50mm(.300")
Poles available: 2P-24P
Dimensions

(Dimensions in mm)

N=No.of contacts

10/ www.nhmax.com.en

pitCh . MX35R MX35H

8.50mm

Ordering iT#752,/HOW TO ORDER

= ., Ty
information P— e ELRE

lTJ

EEE Pitch B8 Color

ns B 1srgera %‘gﬁ?

Series NO. NO.of Pole 2 3 Black

ouble Pitc Green

SPECIFICATION

Certification Aus
Standard UL IEC
Rated Voltage: 300V 450V
Rated Current: 20A 24A

Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

22-14AWG/2.5mm2

AC2000V/1Min
500M Q/DC500V

0.5Nm(4.4Lb-In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M3.0 steel, Ni Plated

8.50mm(.300")
2P-24P

NrES-1.2

(N=1)*8.5

L8.3,]
152

A1

=1

www.nbhmax.com.en/102
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Pitch:
8.50mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

103/ www.nbmax.com.en

IVIKX TERMINAL BLOCK

BARRIER TERMINAL BLOCKS

MX35CG

A =/HOW TO ORDER
P— B

| | MEE Pitch #ifs Color

ns sx  |1feerer] %—é’%
Series NO.  NO.of Pale 2 %ﬁ'ﬁ_ 3 Black

Double Fitch Green

SPECIFICATION
Alus
uL IEC
300V 450V
20A 24A

22-14AWG/2.5mm2

AC2000V/1Min
500M Q/DC500V

0.5Nm(4.4Lb-In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M3.0 steel, Ni Plated

8.50mm(.300")
2P-24P

N*8.5+2.0
—(N-1)*B.5—
85~

B 3
G

Uy

-l 1.4

MKX TERMINAL BLOCK

BARRIERTERMINAL BLOCKS : 4

Pitch:
8.50mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX35RG MX35HG

1T /HOW TO ORDER
P— L ERE

| | MBE Pitch  #ifs Color

08 sn  |[leerer] EHERa
Series NO.  NQO.of Pole 2 !%ﬁ'ﬁ_ 3 Black

Double Fitlch Green

SPECIFICATION
Alus
uL IEC
300V 450V
20A 24A

22-14AWG/2.5mm2

AC2000V/1Min
500M Q/DC500V

0.5Nm(4.4Lb-In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M3.0 steel, Ni Plated
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8.50mm(.300")
2P-24P

www.nhmax.com.en/104
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Pitch:
9.50mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

105/www.nhmax.com.en

MX45C

IMIKX TERMINAL BLOCK

MX45S8

T =/HOW TO ORDER

BABRRIERTERMINAL BLOCKS

I | X ] X

P_ o

e
Series NO.

MNO.of Pole

=

L%

Custtﬁn}; mﬁu esl

[PE Pitch  #if8 Color

SPECIFICATION

N*G5+2

1 ingle Pitch ﬁ GLeg

2vvbieren] ¢ Green
Alus

UL IEC
300V 750V
25A 32A

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PAG66,UL94V-0
Brass, Tin Plated
M4.0 steel, Ni Plated

9.50mm(.300")
2P-24P

18.2

Pitch:
9.50mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MKX TERMINAL BLOCK
BARRIER TERMINAL BLOCKS _ 4

MX45R MX45H

T A /HOW TO ORDER
P— L EPAE,

‘ l—‘—/ Al B F’itlch gle Colar

1 Gre
% g |lisegeric B
Series NO. NO.of Pole 2 3 Black
ouble Pitc Green

SPECIFICATION
Aus
uL IEC
300V 750V
25A 32A

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M4.0 steel, Ni Plated

9.50mm(.300")
2P-24P

115

0.8

www.nbhmax.com.en/106
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Poles available: 2P-24P Poles available: 2P-24P
Dimensions Dimensions

(Dimensions in mm)

(Dimensions in mm)

——N*9.5+2.0—

MKX TERMINAL BLOCK MIKX TERMINAL BLOCK
; » BARRIERTERMINAL BLOCKS BARRIERTERMINAL BLOCKS ¢

p Itc h ’ MX45CG MX45S8G p]tc h : MX45RG MX45HG

9.50mm 9.50mm

Ordering iTHI75/HOW TO ORDER Ordering iTHI75/HOW TO ORDER

. - y O O G [ s . [

information 2 | L. ELRR . information 2= | Rl Rt

‘ FEE Pitch  Bifs Color ‘ FEE Pitch #ifs Color
e #H 1 ingle Pitch l;‘ gg Gr:fg By 2.4 ]. ingle Pitch %‘ EGtr:e
Series NO. NO.of Pole 2 Eid 3 Hlack Series NO. NO.of Pole 2 3 Black
ouble Pitc Green ouble Pitc Green|
SPECIFICATION SPECIFICATION

Certification AAlus Certification AAlus

Standard UL IEC Standard UL IEC

Rated Voltage: 300V 750V Rated Voltage: 300V 750V

Rated Current: 25A 32A Rated Current: 25A 32A

Wire range 22-12AWG/4.0mm2 Wire range 22-12AWG/4.0mm2

Withstanding voltage AC2000V/1Min Withstanding voltage AC2000V/1Min

Insulation resistance 500M Q/DC500V Insulation resistance 500M Q/DC500V
£ Mechanical Mechanical Z
= Torque: 1.2Nm(10.53Lb-In.) Torque: 1.2Nm(10.53Lb-In.) 2
% Operating temperature: -40TC ~ +105C Operating temperature: -40C ~ +105TC 2
Zf Material Material E
% Housing: PAG66,UL94V-0 Housing: PA66,UL94V-0 %
: Terminal: Brass, Tin Plated Terminal: Brass, Tin Plated :

Screw: M4.0 steel, Ni Plated Screw: M4.0 steel, Ni Plated

Clamp: Clamp:

Size Size

Pitch: 9.50mm(.300") Pitch: 9.50mm(.300")

o (N—1)*0.5—
——N*9.5+2.0—= — 9‘5(‘“ 5
P—(N=1)*3.5—~ ‘ﬁ% :
9.5 .
11 1 1-9
s] 0
I:! ] I:i Lz:J o 38 @
3.0 = o

N=No.of contacts N=No.of contacts

107/ www.nhmax.com.en www.nbhmax.com.en/108
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Pitch:
10.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

109/ www.nhmax.com.en

IMIKX TERMINAL BLOCK

BABRRIERTERMINAL BLOCKS

MX55C MX55S

T =/HOW TO ORDER

P_ o

T x| X
Custtﬁn‘gmﬁuest

‘ \7—‘ R BE F’it]ch ﬁlﬁ Color

BB iz 4 1 ingle Pitch ﬁ Gr:eg
Series NO. NO.of Pole 2 i 3 Black
ouble Pitc Green
SPECIFICATION
Alus
UL IEC
300V 750V
30A 32A

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PA66,UL94V-0

Brass, Tin Plated
M4.0 steel, Ni Plated

10.00mm(.300")

2P-24P
N*10.042.4
—(N=1)*10.0 ——N¥10.0+2.4——
10{}(—— ) —16 —(N—1)*10.0—
| - 100
Lo ’—f
o 0 0
A . Yy
| LL_ Al Lt
1.5 I 8 1.5 0.8 —I—]

MKX TERMINAL BLOCK
BARRIER TERMINAL BLOCKS

Pitch:
10.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX55R MX55H

T A /HOW TO ORDER
P— L EPAE,

‘ l—‘—/ Al B F’itlch gle Colar

% g |lisegeric %‘B—“ﬁ
Series NO. NO.of Pole 2 3 Black
ouble Pitc Green
SPECIFICATION
Alus
UL IEC
300V 750V
30A 32A

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M4.0 steel, Ni Plated

10.00mm(.300")
2P-24P

www.nbmax.com.en/110
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Pitch:
10.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

1T www.nhmax.com.en

IMIKX TERMINAL BLOCK

BABRRIERTERMINAL BLOCKS

MX55CG

MX55SG

T3 =/HOW TO ORDER
. I
P— Rt s
‘ FEE Pitch  Bifs Color
BB iz 4 1 ingle Pitch ﬁ Gr:fg
Series NO. NO.of Pole 2 i 3 Hlack
ouble Pitc Green
SPECIFICATION
Alus
UL IEC
300V 750V
30A 32A

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PAG66,UL94V-0
Brass, Tin Plated
M4.0 steel, Ni Plated

10.00mm(.300")

2P-24P

N*10.0+2.4

N=1)*10.0
]:(—,—10.)0

P——N*10.04+2.4
e—(N=1)*10.0
-r—-r10,0

L5

S|ER=S

6

20,7~

122

‘]L‘IUS U H

Pitch:
10.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

3.0

MKX TERMINAL BLOCK
BARRIER TERMINAL BLOCKS

MX55RG

MX55HG

T =/HOW TO ORDER

I [ X[ x
2= | —LEERE.
‘ FEE Pitch #ifs Color
% g |lisegeric %‘gﬁ?
Series NO. NO.of Pole 2 3 Black
ouble Pitc Green
SPECIFICATION
Aus
UL IEC
300V 750V
30A 32A

—N*10.0+2.4
—(N=1)*10.0

"_"!— 10.0

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M4.0 steel, Ni Plated

10.00mm(.300")

2P-24P

www.nbmax.com.en/112
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Pitch:
11.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

15 www.nhbmax.com.en

IMIKX TERMINAL BLOCK

BABRRIERTERMINAL BLOCKS

MX65C MX65S

T =/HOW TO ORDER

) P O [ ¢
P— Rt s
‘ [BE Pitch Bif Color
BB iz 4 1 ingle Pitch ﬁ Gr:eg
Series NO. NO.of Pole 2 ] 3 Hlack
ouble Pitc Green|
SPECIFICATION
Alus
UL IEC
300V 750V
30A 32A

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PAG66,UL94V-0
Brass, Tin Plated
M4.0 steel, Ni Plated

11.00mm(.300")
2P-24P

N*11+2.4
(N=1)*11

17.2

MKX TERMINAL BLOCK
BARRIER TERMINAL BLOCKS

Pitch:
11.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MX65R

MX65H

1T =/HOW TO ORDER
I [ X[ x
= | —LEEmE
‘ FEE Pitch #ifs Color
% g |lisegeric %‘gﬁ?
Series NO. NO.of Pole 2 3 Black
ouble Pitc Green
SPECIFICATION
Aus
UL IEC
300V 750V
30A 32A

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M4.0 steel, Ni Plated

11.00mm(.300")

2P-24P

N*1142.4

www.nbhmax.com.en/114
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Pitch:
11.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

115/ www.nhmax.com.en

2.0

MX65CG

BABRRIERTERMINAL BLOCKS

IMIKX TERMINAL BLOCK

MX65SG

T =/HOW TO ORDER

P T x| X
Custﬁn&!ﬁuest

e
Series NO.

=

fiit
MNO.of Pole

[PE Pitch  #if8 Color

1 1 Grey
ingle Pitch lue
2 gl 3 Hlack

ouble Pitc Green

SPECIFICATION

N*11+2.4

N=-1)*11
11.0!--S ) '

——N*11+2.4
e R
6K

Alus
UL IEC
300V 750V
30A 32A

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PA66,UL94V-0

Brass, Tin Plated
M4.0 steel, Ni Plated

11.00mm(.300")
2P-24P

N=11+2.4

—N*1142.4
- (N—1)%1 1—=
new

2.0

Pitch:
11.00mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

MKX TERMINAL BLOCK
BARRIER TERMINAL BLOCKS

MX65RG

MX65HG

T =/HOW TO ORDER
P— L EPAE,

% g |lisegeric %‘gﬁ?
Series NO. NO.of Pole 2 3 Black
ouble Pitc Green
SPECIFICATION
Alus
UL IEC
300V 750V
30A 32A

LTJ

g
Pt 1: _-] j_‘
™
N
5.0 [

EEE Pitch B8 Color

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M4.0 steel, Ni Plated

11.00mm(.300")
2P-24P

—N* 142,
—(N— 1)1 f—

—t11.0

www.nbmax.com.en/116
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MKX TERMINAL BLOCK
; C BARRIER TERMINAL BLOCKS
pitch: MX635 MX635G
6.35mm
Ordering iT1752/HOW TO ORDER
information P— [ ERREE

‘ \7—‘ R BE F’it]ch ﬁlﬁ Color

1 Grey

BB iz 4 1 ingle Pitch Tue
Series NO. NO.of Pole 2 ] 3 Hlack
ouble Pitc Green

SPECIFICATION
Certification AAlus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: 16A 20A
Wire range 22-16AWG/1.5mm2
Withstanding voltage AC2000V/1Min
Insulation resistance 500M Q/DC500V
Mechanical
Torque: 0.4Nm(3.54Lb-In.)
Operating temperature: -40TC ~ +105C
Material
Housing: PAG66,UL94V-0
Terminal: Brass, Tin Plated
Screw: M2.5 steel, Ni Plated
Clamp:
Size
Pitch: 6.35mm(.300")
Poles available: 2P-24P
Dimensions ==
(Dimensions in mm) 4 @ i
N*6.35 o
(N=1)*6.35 e
*E i o

N=No.of contacts

117/ www.nhmax.com.en

MKX TERMINAL BLOCK

BARRIERTERMINAL BLOCKS

Pitch: WD
7.62mm

Ordering

MX762G

T A /HOW TO ORDER

information

P ) I I
Custgn’:!;*guest

lTJ

EEE Pitch B8 Color

2% ne |[loore] e
Series NO. NO.of Pole 2 MR 3 gl:;l;
Certification AAlus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: 20A 24A
Wire range 22-14AWG/2.5mm2
Withstanding voltage AC2000V/1Min
Insulation resistance 500M Q/DC500V
Mechanical Z
Torque: 0.8Nm(7.02Lb-In.) §
Operating temperature: -40C ~ +105TC 2
Material i
Housing: PA66,UL94V-0 8
Terminal: Brass, Tin Plated :
Screw: M3.5 steel, Ni Plated
Clamp:
Size
Pitch: 7.62mm(.300")
Poles available: 2P-24P
Dimensions %
(Dimensions in mm) e SSES 28
N*7.6 —7.62aN4 1.
(NYQU 7.62 153 — 7 B2x(N-1
e (71 I
=t
ST e TTT]
N=No.of contacts ’ 4.3p e

www.nbmax.com.en/118
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IMIKX TERMINAL BLOCK

MKX TERMINAL BLOCK
BARRIER TERMINAL BLOCKS

i ¢ BARRIER TERMINAL BLOCKS
pitch . MX850 MX850G
8.50mm

Ordering iT1752/HOW TO ORDER
= - p < S G (I ¢
information P— e ELRE

‘ \7—‘ B F’it]ch ﬁlg Colar

1 Grey

BB iz 4 1 =g Picm Tue
Series NO. NO.of Pole 2 ] 3 Hlack
ouble Pitc Green

SPECIFICATION

Certification AAlus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: 20A 24A
Wire range 22-14AWG/2.5mm2
Withstanding voltage AC2000V/1Min
Insulation resistance 500M Q/DC500V
Mechanical
Torque: 0.8Nm(7.02Lb-In.)
Operating temperature: -40TC ~ +105C
Material
Housing: PA66,UL94V-0
Terminal: Brass, Tin Plated
Screw: M3.5 steel, Ni Plated
Clamp:
Size
Pitch: 8.50mm(.300")
Poles available: 2P-24P
Dimensions
(Dimensions in mm)

8.50*N s

8.50%(N—1) 1 850 N1}

|

132

4.2
=
o
=y
=
4 ,2L—| 3.2—=

] 0.7 1

N=No.of contacts

119/ www.nhmax.com.en

Pitch: itx o
9.50mm

MX950G

Ordering iT#752,/HOW TO ORDER
= ., Ty
information P— e ELRE

\T_I

EEE Pitch B8 Color

ns B 1srgera %‘%&

Series NO. NO.of Pole 2 3 Black

ouble Pitc Green

SPECIFICATION

Certification Aus
Standard UL IEC
Rated Voltage: 300V 250V
Rated Current: 25A 32A

Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions L@@ =

(Dimensions in mm)

N*8.5

Foay ]
E=jEsies

—13.2—

|

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

1.2Nm(10.53Lb~In.)
-40C ~ +105C

PA66,UL94V-0
Brass, Tin Plated
M4.0 steel, Ni Plated

9.50mm(.300")
2P-24P

o
]
=
m
k-
=
2
&
I
=
=
A

N*9.5+2

N-1)*9.5
redam|

N=No.of contacts

b8, 1t

#Additional premating are available upon request, please consult factory.

=22
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MKX TERMINAL BLOCK MIKX TERMINAL BLOCK
; » BARRIERTERMINAL BLOCKS BARRIERTERMINAL BLOCKS ¢

p Itch . MX825 MX825G p]tch . MX7620 MX8500

8.25mm 7.62/8.50mm

Ordering 1TM75=/HOW TO ORDER Ordering iTHI75/HOW TO ORDER

. . S S 5 5 ¢ = = [

information 2 et L. ELRR . information 2= ] Rl Rt

‘ FEE Pitch  Bifs Color ‘ FEE Pitch #ifs Color
e #H 1 ingle Pitch %‘gg %g By 2.4 1 ingle Pitch g%gg'gﬁ
Series NO. NO.of Pole 2 i 3 Hlack Series NO. NO.of Pole 2 ; Black
ouble Pitc Green ouble Pitc Green|
SPECIFICATION SPECIFICATION

Certification AAlus Certification AAlus

Standard UL IEC Standard UL IEC

Rated Voltage: 300V 250V Rated Voltage: 300V 250V

Rated Current: 20A 24A Rated Current: 20A 24A

Wire range 22-14AWG/2.5mm2 Wire range 22-14AWG/2.5mm2

Withstanding voltage AC2000V/1Min Withstanding voltage AC2000V/1Min

Insulation resistance 500M Q/DC500V Insulation resistance 500M Q/DC500V
£ Mechanical Mechanical Z
= Torque: 0.8Nm(7.02Lb-In.) Torque: 0.5Nm(4.4Lb-In.) E
% Operating temperature: -40T ~ +105TC Operating temperature: -40C ~ +105TC 2
.:f Material Material E
8 Housing: PA66,UL94V-0 Housing: PA66,UL94V-0 8
: Terminal: Brass, Tin Plated Terminal: Brass, Tin Plated :

Screw: M3 - § steel, Nickel Plated Screw: M3.0 steel, Ni Plated

Clamp: Clamp:

Size Size

Pitch: 8.25mm(.300") Pitch: 7.62/8.50mm(.300")

Poles available:

2P-24P

Poles available:

2P-24P

Dimensions Dimensions 7 ==y = =1 §
I S |55 S
(Dimensions in mm) (Dimensions in mm) —1 BSeRe=a ==\

e Bl T S 4

P:;:(N_J*‘ [E.25+ ?_62|_ 4—‘ _T f T _T :ﬁ

f | e S o o -

éﬂéﬂ@] J‘ SiEis | %ﬂ% ; JL}” u‘u T =

W 1 I; B U 0 U T

N=No.of contacts 1.3 i - N=No.of contacts ]_H—

121/ www.nhmax.com.en
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Pitch:
9.50mm

Ordering
information

Certification
Standard
Rated Voltage:
Rated Current:
Wire range

Withstanding voltage
Insulation resistance
Mechanical

Torque:

Operating temperature:
Material

Housing:

Terminal:

Screw:

Clamp:

Size

Pitch:

Poles available:

Dimensions

(Dimensions in mm)

N=No.of contacts

123/ www.nhmax.com.en

IMIKX TERMINAL BLOCK

BABRRIERTERMINAL BLOCKS

MX9500
1T 75:/HOW TO ORDER
p I ) [ ¢
P_ | _Custgnsraé*ﬁuest
‘ FEE Pitch  Bifs Color
% T lﬁ ﬁ o
Series NO. NO.of Pole 2 3 Hlack
ouble Pitc Green|
SPECIFICATION
Alus
UL IEC
300V 250V
20A 24A

22-12AWG/4.0mm2

AC2000V/1Min
500M Q/DC500V

0.5Nm(4.4Lb-In.)
-40°C ~ +105C

PAG66,UL94V-0
Brass, Tin Plated
M3.0 steel, Ni Plated

9.50mm(.300")
2P-24P

@@ S|P

T

9.5%N+1.5
9 5% (N—1)
Naslaaflanlanflanf]
2
T
I_JLU u U U
1.50

¢ ¥ i,

1 .OO—ﬂLLz_?

12

MIKX DIP SWITCH

SLIDE TYPE SWITCH

Pitch: DS
2.54mm

FEATURES

1.Tactile response is performed dit
2 All plastics are UL 94V-0 grade fire retardant.

3.Bottom epoxy sealed standard to ensure free of flux immersion during wave soldering.

4.Contact wiping on make and break. Gold, Silver, or Tin plated contacts to ensure low contact resistance

FEATURES
and

and long mechanical life.

APPLICATION

6.RoHs compliant.

APPLICATIONS

tly by larger contact p

to ensure very stable contact.

5.1deal for data pracessing, communications, remote controls and burglar alarm system use, where manual
programming is required.

1.Mumerical setting for computer terminal equipment
2.Price setting for vending machines
3.Programming for game machines

4.Programming for industrial equipment and measuring instruments

SPECIFICATION

1. ELECTRICAL

switching:

non-switching:

Contact resistance:

initial

after life test

Insulation resistance

Dielectric strength

Capacitance between adiacent switches
5pF MAX

2. Mechanical and ENVIRONMENTAL
Temperature rating

Operating

Storage

Operation force

Mechanical life

Humidity

Vibration

Solderability

Resistance to soldering heat

Dimensions

(Dimensions in mm)

N=No.of contacts

2.50

25mA 24VDC
100mA

50M Q Max

100M Q Max

100M Q Min. at 100VDC
500VDC Min. for 60 seconds

-25TC to +70C

-40C to +85C

800g Max

2000 operations

95%RH, 40°C for 95 Hrs

Per MIL-STD-202F, method 204D

After flux 230 + 5°C for 5 + 0.5 seconds,95% coverage
260 + 5C for 5 + 1 seconds

335

(1]

- » Dimansion
E BE B B B E E Position | DiW.A(mm)
12345678 ] 530
2 6.64
3 a.18
" 4 11.72
L 5 14,
(N-1]72.54 &, s T
7 19.34
""" = *‘H.“?’ & B 71.58
LR E P ”.] 3 24.42
----- i i
9.80 * bodbbd 10 26,98
TES YRy T3 508
= RECONNENG P8 LATUT
(N-1)"2.54
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HOLIMS

Pitch:
2.54mm

FEATURES
and
APPLICATION

1. ELECTRICAL
switching:
non-switching:
Contact resistance:
initial

after life test
Insulation resistance
Dielectric strength

IVIKX DIP SWITCH

SLIDE TYPE SWITCH

DP

FEATURES
1.Tactile response is performed directly by larger contact pr to ensure very stable contact.

‘2.All plastics are UL 94V-0 grade fire retardant.

3.Bottom epoxy sealed standard to ensure free of flux immersion during wave soldering.

4.Contact wiping on make and break. Gold, Silver, or Tin plated contacts to ensure low contact resistance
and long mechanical life. :

5.\deal for data processing, communications, remote controls and burglar alarm system use, where manual
programming is required.

6.RoHs compliant.

APPLICATIONS

1.Mumerical setting for computer terminal equipment

2.Price setting for vending machines

3.Programming for game machines
4.Programming for industrial equipment and measuring instruments

SPECIFICATION

25mA 24VDC
100mA

50MQ Max

100M Q Max

100MQ Min. at 100VDC
500VDC Min. for 60 seconds

Capacitance between adiacent switches

5pF MAX

2. Mechanical and ENVIRONMENTAL

Temperature rating
Operating

Storage

Operation force

Mechanical life

Humidity

Vibration

Solderability

Resistance to soldering heat

Dimensions

(Dimensions in mm)

N=No.of contacts

125/www.nhmax.com.en

-25T to +70C

-40TC to +85TC

800g Max

2000 operations

95%RH, 40C for 95 Hrs

Per MIL-STD-202F, method 204D

Atfter flux 230 + 57 for 5 + 0.5 seconds,95% coverage

260 + 5T for 5 + 1 seconds
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MIKX DIP SWITCH
SLIDE TYPE SWITCH

Pitch:
2.54mm

FEATURES
and
APPLICATION

1. ELECTRICAL
switching:
non-switching:
Contact resistance:
initial

after life test
Insulation resistance
Dielectric strength

DA

FEATURES

1.Tactile response is performed directly by larger contact p to ensure very stable contact.

2 All plastics are UL 94V-0 grade fire retardant.

3.Bottom epoxy sealed standard to ensure free of flux immersion during wave soldering.

4.Contact wiping on make and break. Gold, Silver, or Tin plated contacts to ensure low contact resistance
and long mechanical life.

5.1deal for data pracessing, communications, remote controls and burglar alarm system use, where manual
programming is required.

6.RoHs compliant.

APPLICATIONS

1.Mumerical setting for computer terminal equipment

2.Price setting for vending machines

3.Programming for game machines

4.Programming for industrial equipment and measuring instruments

SPECIFICATION

25mA 24VDC
100mA

50MQ Max

100M Q Max

100MQ Min. at 100VDC
500VDC Min. for 60 seconds

Capacitance between adiacent switches

5pF MAX

2. Mechanical and ENVIRONMENTAL

Temperature rating
Operating

Storage

Operation force
Mechanical life
Humidity

Vibration
Solderability

Resistance to soldering heat

Dimensions

(Dimensions in mm)

N=No.of contacts

-25T to +70C

-40C to +85C

800g Max

2000 operations

95%RH, 40°C for 95 Hrs

Per MIL-STD-202F, method 204D

After flux 230 + 5C for 5 + 0.5 seconds,95% coverage

260 + 5T for 5 + 1 seconds
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Pitch:
2.94mm

FEATURES
and
APPLICATION

1. ELECTRICAL
switching:
non-switching:
Contact resistance:
initial

after life test
Insulation resistance
Dielectric strength

IVIKX DIP SWITCH

SLIDE TYPE SWITCH

DI

FEATURES

1.Tactile response is performed directly by larger contact pressure to ensure very stable contact.

2.All plastics are UL 94V-0 grade fire retardant.

3.Bottom epoxy sealed standard to ensure free of flux immersion during wave soldering.

4.Contact wiping on make and break. Gold, Silver, or Tin plated contacts to ensure low contact resistance
and long mechanical life.

5.\deal for data processing, communications, remote controls and burglar alarm system use, where manual
programming is required.

6.RoHs compliant.

APPLICATIONS

1.Mumerical setting for computer terminal equipment

2.Price setting for vending machines

3.Programming for game machines

4.Prog ing for industrial equig and measuring instruments

SPECIFICATION

25mA 24VDC
100mA

50MQ Max

100MQ Max

100MQ Min. at 100VDC
500VDC Min. for 60 seconds

Capacitance between adiacent switches

5pF MAX

2. Mechanical and ENVIRONMENTAL

Temperature rating
Operating

Storage

Operation force

Mechanical life

Humidity

Vibration

Solderability

Resistance to soldering heat

Dimensions

(Dimensions in mm)

N=No.of contacts

127/ www.nhmax.com.en

-25T to +70C

-40TC to +85TC

800g Max

2000 operations

95%RH, 40C for 95 Hrs

Per MIL-STD-202F, method 204D

After flux 230 + 5C for 5 + 0.5 seconds,95% coverage

260 + 5T for 5 + 1 seconds
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MIKX DIP SWITCH
SLIDE TYPE SWITCH

Pitch:
2.94mm

FEATURES
and
APPLICATION

1. ELECTRICAL
switching:
non-switching:
Contact resistance:
initial

after life test
Insulation resistance
Dielectric strength

DM

FEATURES

1.Tactile response is performed directly by larger contact p to ensure very stable contact.

2.All plastics are UL 94V-0 grade fire retardant.

3.Bottom epoxy sealed standard to ensure free of flux immersion during wave soldering.

4.Contact wiping on make and break. Gold, Silver, or Tin plated contacts to ensure low contact resistance
and long mechanical life.

5.1deal for data processing, communications, remate controls and burglar alarm system use, where manual
programming is required.

6.RoHs compliant.

APPLICATIONS

1.Mumerical setting for computer terminal equipment

2.Price setting for vending machines

3.Programming for game machines

4. Programming for industrial equipment and measuring instruments

SPECIFICATION

25mA 24VDC
100mA

50MQ Max

100M Q Max

100MQ Min. at 100VDC
500VDC Min. for 60 seconds

Capacitance between adiacent switches

5pF MAX

2. Mechanical and ENVIRONMENTAL

Temperature rating
Operating

Storage

Operation force

Mechanical life

Humidity

Vibration

Solderability

Resistance to soldering heat

Dimensions

(Dimensions in mm)

N=No.of contacts

—25T to +70C

—40T to +85TC

800g Max

2000 operations

95%RH, 40C for 95 Hrs

Per MIL-STD-202F, method 204D

After flux 230 + 5C for 5 + 0.5 seconds,95% coverage

260 + 5T for 5 + 1 seconds
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