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REVISION RECORD

REV [ ECN.

DESCRIPTION

DRFT | DATE

NOTE 1.
ULJENE (UL Stendard)

1. SUERELSHM: 300V/10A

Rated voltage/Reted current :300V/10A
2. SHIRE: AC1600V/Min

Vithstanding Voltage :AC2000V/Min
3. ARBWM: 24~1247

Wire range:24~12ANG

TBCHFHE (TEC Standard)

1. SUERESHM: 250V/24A
Rated voltage/Rated current: 250V/24A

2. REEE: 2.5m

Wire range : 2.5m®

NOTE 2:

1. (g (Pitch): 5.00mm
2. MFERWR: -40T~+105T
Operating temperature: —40C~+105C

3. MARKBE: 5~6am

Stripping length:

4, NARSIHRERR
RoHS Compliance
5. WUESE:0.4N.a

5~tam

3.54[Lb. in]

(Rated torque):0.4N.m 3.54[Lb. in]

6. RiFEANE

Undimensioned tolerances

PEHNAR (m)

RARTRE (m)
Pitch range in mm|Nominal dimension range in mm|_—|~|

6 10 30 | 60
6| ~ | ~ |<£30]| ~ ~
10 | 24 60 | 100

._Mc > 0.1/10
._uo ,_mo

£0.15|£0.20|40.30| +£0.20 | +0.30 | +0.50

£0.70 (+1.00| +1°

T W% 3 (HOW TO ORDER)
MX103 - 5.00-000P-0

g MmE BK
Series NO. Pitch Poles

L R
Single Pitch
2. X IE
Double Pitch

-0 - 00O

- Tak
Customer Request

Wifs (Color)

1. X (Gray) 2. ¥if5(Blue)
3. Mfa(Black) 4.#&f(Green)
6. M2 (Orange) 6. 4T (Red)
7. 3£ (Yellow) 8. 8 (White)
9. ¥ (Transparent)

(Cage) &k

(Copper alloy)
nes

(Ni plated )t

(Contact)Mm

(Copper alloy)
nes

(Sn plated) R

PART NO.:

N | W | »

(Screw)ii#: 2.5

(Steel) ¥

(Ni plated )@

APPD:

TREH BB FRERRAR

NINGBO MAX ELECTRONIC TECHNOLOGY CO,LLTD

CHKD:

(Housing) ¥

PA66

UL94v-0

DRFT:

NN YN

g

MX103-5.

00-XXP

ITEM

NAME OF PART

MATERIAL

NOTES

@

THIED ANGLE PROJECTION

=

B

MX103-5.00

KB | 1/1

i

MX103500001

A | 11
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